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Abstract 
In work package 4.2 of the SafeTEAM project, a Stabilized Approach Digital Assistant, which 
was conceptualized in Deliverable 3.2 of SafeTEAM, is integrated into the research simulator 
at TUM. In simulation exercises with several airline pilots, the Human-Machine Collaboration 
of the Digital Assistant is tested. To design the simulator exercise, this deliverable applies the 
performance monitoring framework of WP2 with predefined performance metrics to assess 
the impact the digital assistant has on its end users. For this, scenarios will be defined that 
measure human performance and the digital assistant's influence on safety and resilience. 
4ÈÅ ÒÅÓÕÌÔÓ ÓÕÂÓÔÁÎÔÉÁÔÅ ÔÈÅ ÄÉÇÉÔÁÌ ÁÓÓÉÓÔÁÎÔȭÓ ÂÅÎÅÆÉÔ ÏÎ ÓÁÆÅÔÙȟ ÅÓÐÅÃÉÁÌÌÙ ÒÅÇÁÒÄÉÎÇ ÇÏ-
around compliance, while also providing evidence-based hits on further improvement 
ÒÅÇÁÒÄÉÎÇ ÔÈÅ ÃÏÍÐÕÔÁÔÉÏÎ ÁÎÄ ÐÒÅÓÅÎÔÁÔÉÏÎ ÏÆ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÁÄÖÉÓÏÒÉÅÓȢ 
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AI-based writing assistant. The AI is not used to generate any content but solely to improve 
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1 Executive Summary 

The SafeTeam project elaborates human factors related to AI integration through several 
practical use cases, in which we aim to progress the safe introduction of automation in the 
form of intelligent assistance to humans. 
 
This deliverable describes the planning, conduction and evaluation of a simulator case study 
for one of these use cases of SafeTEAM, the Stabilized Approach Digital Assistant (SADA). It 
continues the work from Deliverable 3.2 [1] of SafeTEAM, which describes the design and 
concept of the Stabilized Approach Digital Assistant, based on an Unstable Approach 
Prediction Model [2], which in turn is an artifact of the SafeClouds.eu [3] project. 
 
The first part of this deliverable, the Experimental Plan, describes the implementation of the 
SADA concept into a research simulator at the 4ÅÃÈÎÉÃÁÌ 5ÎÉÖÅÒÓÉÔÙ ÏÆ -ÕÎÉÃÈȭÓ )ÎÓÔÉÔÕÔÅ ÏÆ 
Flight System Dynamics. Thereby, SafeTEAM raised the TRL of the SADA from 4 to 6, by 
integrating the Unstable Approach Prediction Model as a constituent in the SADA and 
demonstrating the SADA in a relevant environment. The description of the implementation 
comprises a summary of Unstable Approach Prediction Model, the high-level layout of the 
simulator, including a description of the aircraft model, the relevant cockpit human machine 
interfaces as well as the interfaces between these components. 
Based on SADAȭÓ ÉÍÐÌÅÍÅÎÔÁÔÉÏÎ, the experimental plan contains the posed research 
questions. These questions aim at the potential safety benefits of the SADA, specifically the 
go-around compliance of pilots during unstable approaches, as well as the potential to 
prevent avoidable unstable approaches, which in turn could increase the resilience of the 
aviation system, especially the landing phase. 
 
To collect the relevant information with respect to the research questions posed, the 
Experimental Plan defines a set of test scenarios as well as the metrics to evaluate the 
simulator exercises. The experimental plan is a combined effort of the SafeTEAM work 
packages 2 and 4. On the one hand, the experimental plan applies 3ÁÆÅ4%!-ȭÓ human 
performance monitoring framework, developed in work package 2, to the use case of the 
SADA. On the other hand, the gathered experiences were fed back to the framework 
development on a continuous basis. 
 
The second part of this deliverable contains the Experiment Evaluation. Work on the data 
collection and evaluation started only after the experimental plan was compiled. 
Based on the collected qualitative and quantitative data, the evaluation substantiates the 
potential benefits of the SADA concept for aviation safety, especially with respect to go-
around compliance of pilots in unstable approach situations. Furthermore, it shows that the 
chosen Human Machine Interfacing (HMI) concept is overall well-received by pilots, with 
minor modifications requested by a few participants. 
The simulation exercise, however, also showed that the SADA, in its currently implemented 
form, does not fully meet the objective of preventing avoidable go-arounds, in the case of 
high-speed approaches. Nevertheless, the exercise provides an evidence-based path on 
necessary modifications and future work, especially regarding the Unstable Approach 
Prediction Model, to achieve the not yet completely fulfilled objective. 
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2 Introduction  

Unstable approaches are one important precursor for accidents related to the approach and 
landing phase. According to the Flight Safety Foundation, seven fatal accidents of 
commercial aircraft between 2009 and 2013 claimed 191 lives as the aircraft ran off the 
runway following an unstabilized approach [4]. 
The Flight Safety Foundation Approach-and-Landing Accident Reduction task force found 
that unstabilized approaches were a causal factor in 66% of 76 approach-and-landing 
accidents and serious incidents worldwide in 1984 through 1997. The task force found that 
some low-energy approaches caused loss of aircraft control and involvement in controlled 
flight into terrain. High-energy approaches caused aircraft loss of control, too, resulting in 
runway overruns and runway excursions, and contributed to inadequate situational 
awareness. The causal factor in 45% of the 76 approach-and-landing accidents and serious 
incidents was ÔÈÅ ÃÒÅ×ȭÓ inability to control flight parameters such as the airspeed, altitude, 
and rate of descent. These flight-handling difficulties originated from rushing approaches, 
attempts to adhere to demanding ATC clearances, adverse wind conditions, and improper 
use of automation [5]. 
 
This deliverable describes the simulator testing of a Stabilized Approach Digital Assistant 
(SADA). The concept for this digital assistant was developed in Deliverable 3.2 of SafeTEAM 
[1], based on a user-driven approach. The core idea of the concept is to provide pilots with an 
indication before reaching the stabilization gate, if their approach is prone to becoming 
unstable, and by this increase aviation safety with respect to the stated approach and landing 
accidents. This deliverable is a continuation of the work started in Deliverable 3.2, and while 
it provides a summary of the SADA concept necessary to follow this document, it does not 
describe the concept at the level of detail but focuses on the testing of the concept in a 
simulator environment. The remainder of this document is structured as follows. 
 
This rest of this section provides more information on unstable approaches, mainly how they 
are defined in the industry and for this project. 
The first part of this deliverable, following this introduction, is an Experimental Plan, which 
describes: 

¶ the Stabilized Approach Digital Assistant (SADA) as currently implemented in the 
research simulator, in section 3, 

¶ the research questions this deliverable poses, in section 4, 

¶  as well as the methodology to gather the information needed to evaluate the posed 
research questions, section 5. 

The Experimental Plan was finalized before conducting the experiments. The second part is 
the Experiment Evaluation, which covers: 

¶ The results of the experiments, in section 6, 

¶ The discussion of the results, necessary modifications to the SADA and potential next 
steps in section 7. 

2.1 Unstable Approach Definitions 

The International Civil Aviation Organization (ICAO) states a recommendation for operators 
to define stabilized approach procedures in Annex 6 Part 1 (2.1.25) [6]. ICAO does not specify 
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stabilized approach procedures itself, but requests operators to define them in their 
operations manual. Therefore, stabilized approach procedures between operators might 
differ slightly. In the following, we provide an overview of different stabilized approach 
definitions by various stakeholders and finally define the definition of an unstable approach 
for this exercise. This way, we can ensure that all pilots taking part in this exercise, even 
though they work for different operators, have a common definition for the simulation 
exercises. 

2.1.1 Flight Safety Foundation 

In its Approach and Landing Accident Reduction briefing note 7.1 [5], the Flight Safety 
Foundation recommended minimum stabilization heights at 1000 ft above aerodrome 
elevation in instrument meteorological conditions and 500 ft above aerodrome elevation in 
visual meteorological conditions. An approach is considered stabilized when these 
parameters are met: 
 
1) The aircraft is on the correct flight path according to navigation aids or visually. 
2) Only minor changes in heading/pitch are required to maintain the correct flight path. 
3) The aircraft speed is not more than the reference speed (VREF) + 20 knots indicated 

airspeed (IAS) and not less than VREF. 
4) The aircraft is in the correct landing configuration. 
5) The rate of descent is no greater than 1000 feet per minute; if an approach requires a sink 

rate greater than 1000 feet per minute, a special briefing should be conducted before.  
6) The power setting is appropriate for the aircraft configuration and is not below the 

minimum power for approach as defined by the aircraft operating manual. 
7) All briefings and checklists are conducted. 
8) Specific types of approaches are stabilized if they also fulfill the following: 

a) Instrument landing system (ILS) approaches must be flown within one dot of the glide 
slope and localizer. 

b) A category II or category III approach must be flown within the expanded localizer 
band. 

c) During a circling approach, wings should be level on final when the aircraft reaches 
300 feet above airport elevation 

9) Unique approach procedures or abnormal conditions requiring a deviation from the above 
elements of a stabilized approach require a special briefing. 

!Î ÁÐÐÒÏÁÃÈ ÔÈÁÔ ÄÏÅÓÎȭÔ ÍÅÅÔ ÏÎÅ ÏÒ ÍÏÒÅ ÅÌÅÍÅÎÔÓ ÏÆ ÔÈÅ ÁÂÏÖÅ-mentioned criteria is 
considered unstable - below 1000 feet above airport elevation in IMC or below 500 feet above 
airport elevation in VMC - and requires an immediate go-around [1]. 

2.1.2 International Air Transport Association 

The International Air Transport Association endorses the criteria for a stable approach 
established by the Flight Safety Foundation Approach and Landing Accident Reduction 
briefing note 7.1. Therefore, an approach is assumed to be unstable if not all these parameters 
are met at the stabilization gate, which is at 1000 ft above airfield elevation in instrument 
meteorological conditions or at 500 ft above airfield elevation in visual meteorological 
conditions. 
In the Threat & Error Management terminology, an unstable approach is an undesired aircraft 
state, which the flight crew can recover to prevent an unrecoverable outcome (accident). A 
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perceived unstable approach can be managed using established recovery techniques to 
prevent accidents. Eventually, the pilot must execute a go-around if the aircraft is unstable 
with respect to the stabilized approach criteria mentioned above. If carried out properly, the 
go-around maneuver is considered the safest course of action. Not going around, however, 
has been identified as a contributing factor in approach and landing accidents [7]. 

2.1.3 European Aviation Safety Agency and Data4Safety 

For operators, the European Union Commission Regulation (EU) No. 965/2012 [8] provides 
guidelines for flight data monitoring (FDM) pilot training and recurrent assessment. 
However, no thresholds, gates, or parameters are specified. As the EASA-Data4Safety 
Programme evolves, more specific parameters are defined to guide flight data analysts to 
identify unstable approaches. The initiative aims for a complete characterization of the logic 
for the detection of unstable approach events, present the different criteria and thresholds 
that the identification of instabilities encompasses to guide industry practitioners on its 
implementation, and convey a set of assumptions, considerations, and lessons learned, 
arising out of the work performed during the definition of unstable approach detection 
algorithm, aiming to assist industry practitioners when conducting safety analysis in this area 
[9], which is summarized in the remainder of this subsection. 
Data4Safety defines an unstable approach from the perspective of the flight data analysis as 
ȰÁÎÙ ÁÐÐÒÏÁÃÈ ×ÉÔÈ ÔÈÅ ÍÉÎÉÍÕÍ ÒÅÑÕÉÒÅÄ ÉÎÓÔÁÂÉÌÉÔÙ ÃÏÎÄÉÔÉÏÎÓ ÔÒÉÇÇÅÒÅÄ ×ÉÔÈÉÎ ÔÈÅ ÁÎÁÌÙÓÉÓ 
window (1000 ftɀ ΦÆÔɊ ÁÓ ÐÅÒ ÔÈÅ ÉÎÓÔÁÂÉÌÉÔÙ ÃÒÉÔÅÒÉÁ ÁÎÄ ÈÅÉÇÈÔ ÂÁÎÄȱ. 
Commonly, instability conditions to be analyzed include: 

¶ Approach speed above/below the desired reference speed 

¶ Vertical speed too high 

¶ Aircraft misconfiguration (landing gear or flaps) 

¶ Engine thrust level 

¶ Approach path deviations 
 

This leads to instability criteria within the approach window (<1000 ft): 

¶ Fast descent 

¶ Low thrust 

¶ High/Low airspeed 

¶ TAWS alert 

¶ Late flap or gear extension 

¶ Unstable attitude (pitch/roll) 

¶ High/low glide slope and localizer deviation 
 

Each criterion is evaluated in different height ranges and thresholds to assign a severity level. 
A distinction is made between the two ranges above/below 500 feet. An approach is 
considered unstable if a minimum number of criteria are met. Above 500 feet, three criteria 
must be met, while below this threshold, only one instability condition triggers the 
classification as an unstable approach. 
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2.1.4 SafeTEAM Simulation Exercise Definition 

To take into account the variations in the definitions for unstable approaches, the basic 
parameters of the Flight Safety Foundation for airline operations are used in the simulator 
exercises within SafeTeam. 
These parameters include: 

¶ minimum stabilization height 1000 ft above airfield elevation. 

¶ The aircraft is on the correct flight path according to navigation aids or visual. 

¶ Only minor changes in heading/pitch are required to maintain the correct flight path. 

¶ The aircraft speed is not more than VREF + 10 knots indicated airspeed (IAS) and not 
less than VREF -5 kts. 

¶ The aircraft is in the correct landing configuration. 

¶ The rate of descent is no greater than 1000 feet per minute.  

¶ The power setting is appropriate for the aircraft configuration and is not below the 
minimum power for approach as defined by the aircraft operating manual. 

¶ All briefings and checklists are conducted. 
!Î ÁÐÐÒÏÁÃÈ ÔÈÁÔ ÄÏÅÓÎȭÔ ÍÅÅÔ ÏÎÅ ÏÒ ÍÏÒÅ ÅÌÅÍÅÎÔÓ ÏÆ ÔÈÅ ÁÂÏÖÅ-mentioned criteria is 
considered unstable and requires an immediate go-around. 
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Experimental Plan 
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3 Solution to be Evaluated 

This section of the Experimental Plan summarizes the Digital assistant under investigation. It 
first describes the underlying machine learning model and the Primary Flight Display (PFD) 
modifications to visualize the prediction results to pilots. 
 

3.1 Simulator 

The research simulator used for this study is a self-built and flexible simulator that builds 
around a generic cockpit design, which is oriented on an A320 cockpit. The aircraft model 
which is simulated is a high-fidelity model of a Dornier 728 jet, a two engine turbo jet aircraft 
that was developed by Dornier Fairchild. Since the simulator is entirely custom built, it allows 
for easy adaptation of the PFDs and also easy implementation of a machine learning model, 
since the software for the displays and the flight dynamics model is developed in-house. 
Figure 1 illustrates the aircraft, rendered by the visualization software used in the simulator. 

 
The following subsections describe the implementation of the SADA, as outlined in 
Deliverable 3.2 of SafeTEAM, in more detail. 

3.2 Implementation of the Stabilized Approach Digital Assistant 

Figure 2 illustrates the implementation of the SADA in the Research Simulator, with all 
relevant simulator modules. Each grey box indicates a computer, whereas the blue boxes 
illustrate the simulator modules (software). The Flight Dynamics Model, Flight Controls, 
PFDs, and Instructor Station are existing parts of the research simulator. The Unstable 
Approach Prediction Model, the Real-Time Feature Computation, as well as the Radar 
Screen, which is also used to log additional aircraft parameters for subsequent data 
evaluations, were implemented on top of the existing simulator environment. The PFDs were 
modified, as defined in section 3.2.4, to visualize the results of the Unstable Approach 
Prediction Model. All computers communicate over the User Datagram Protocol in a closed 
network. 

Figure 1: Rendering of the Do-728 Jet in the simulator visualization 
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Figure 2: Scheme of the PCs in the Simulator Environment 

 
The following subsections describe the relevant parts of the implementation in more detail. 

3.2.1 Flight Dynamics Model 

The flight dynamics model of the simulator is implemented in Simulink, based on a Dornier 
Do-728 jet. The model is structured in several subsystems, covering 

¶ Actuators, 

¶ Aerodynamics, 

¶ Engines, 

¶ Environment, 

¶ Landing Gear, 

¶ Weight and Balance, and 

¶ Sensors. 
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Figure 3: Simulink High-Level Model of Do-728 Plant and Sensors 

 

The implementation in Simulink, illustrated by Figure 3, allows modifications and extensions 
to the existing simulation model. For this study, this is particularly important as it allows a 
simple implementation of the real-time feature computation model on top of the sensor 
model, illustrated in Figure 4. This module connects the machine learning model, 
summarized in subsection 3.2.1, to the simulator. 
 

 
Figure 4: Simulink High-level Model of Real-Time Feature Mapping 

3.2.2 Unstable Approach Prediction Model 

The core of this digital assistant is a supervised, binary classification, machine-learning model 
that predicts unstable approaches, described in detail in D3.2 [1]- Section 1.2 and in [2]. 
In the following, only the relevant information for this deliverable is summarized. The focus 
of the summary is the prediction accuracies (recall, precision, and AUC) and the features that 
need to be provided to the model for a prediction. 
 
From the initial testing of the model, based on a training/testing data split, the model 
achieved the accuracies, summarized in Table 1. The precision for a prediction of an unstable 
approach is 0.85 with a recall of 0.53, which means that if an unstable approach is predicted, 
the prediction is correct in 85% of the cases but only 53% of unstable approaches are 
predicted as such. 
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Table 1: Prediction Accuracies from the model testing 

Class Precision Recall Specificity F1-score 

Not UA 0.97 1.00 0.53 0.98 

UA 0.85 0.53 0.99 0.65 

Avg / Total 0.97 0.97 0.56 0.9 

AUC (ROC) 0.96 

AUC (PR) 0.77 

 
Table 2 lists the features the model takes as input to predict the stability of the approach. 
Seven feature groups separate the features, providing some reasoning behind the definition 
of the features. These are relevant as the simulator model must be enhanced by an interface 
to provide this information for the implementation of the prediction model in the simulator. 
 

Table 2: Overview of the features of the prediction model 

Feature 
Group 

Features 

handling quality pitch_rad_var, roll_rad_var, heading_rad_var, aoa_rad_var, p_radDs_var, 
q_radDs_var, r_radDs_var 

aircraft energy airspeed_mDs, energy_level, gndspeed_mDs, hbaro_m, hdot_mDs, mass_kg, 
rheight_m 

adverse weather pstatic_NDm2, wind_dir_rad, wind_spd_mDs, wind_dir_rad_var, wind_spd_mDs_var, 
METAR (static) 

configuration flaps_rad 

crew 
coordination 

pilot_flying (includes autopilot status) 

pilot awareness distance_m, flight_time_s, utc_time_s, number_of_holdings 

 
To implement the prediction model, these features need to be computed in real-time, based 
on the aircraft model of the simulator. This model and the real-time feature computation is 
covered in the next subsection. 
From the initial testing of the model, based on a training/testing data split, the model 
achieved the following accuracy. 

3.2.3 Further Analysis of the Unstable Approach Prediction Model 

The Unstable Approach Prediction Model was trained on real-world Flight Data Monitoring 
data of Airbus A320 family aircraft. The flight dynamics model of the research simulator is a 
Dornier Do-728 aircraft that is similar to the A320 family in the sense that it is also a two-jet 
engine aircraft. However, the Dornier Do-728 is shorter and lighter than the A320 family. 
Thus, to ensure compatibility of the simulator and the Unstable Approach Prediction Model, 
we performed some further analysis during the integration phase. 

3.2.3.1 Simulation-Based Analysis 

During the integration phase of the Unstable Approach Prediction Model in the simulator, we 
performed a simulation-based approach to check the compatibilÉÔÙ ÏÆ ÔÈÅ ÓÉÍÕÌÁÔÏÒȭÓ ÆÌÉÇÈÔ 
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dynamics model with the Unstable Approach Prediction Model. This test uses Flight Data 
Monitoring data from an airline that did not contribute to the training data set of the Unstable 
Approach Prediction Model. The autopilot control algorithms for the simulator aircraft were 
modified to follow the trajectories from 88 unstable approaches found in the Flight Data 
Monitoring data. With this approach, we ensured that the approaches are realistic but also 
respect ÔÈÅ ÄÙÎÁÍÉÃÓ ÏÆ ÔÈÅ ÓÉÍÕÌÁÔÏÒȭÓ ÆÌÉÇÈÔ ÄÙÎÁÍÉÃÓ model. Figure 5 illustrates the results 
of this model-based integration test. The x-axis illustrates the reason the Flight Data 
Monitoring Analysis labelled an approach as unstable. The blue bar shows the number of 
flights per category that are not predicted by the Unstable Approach Prediction Model. The 
red bar shows the number of approaches per category that are predicted as unstable 
approaches. [10] 
 

 
Figure 5: Results of an intermediate integration test of the Unstable Approach Prediction Model with the 

research simulator's flight dynamics model. The figure shows the ratio of predicted and unpredicted 
unstable approaches in flight data of an airline that is re-simulated with the flight dynamics model of the 

simulator. [10] 

 
Based on this analysis, we see that the Unstable Approach Prediction Model, fed with data 
ÇÅÎÅÒÁÔÅÄ ÂÙ ÔÈÅ ÓÉÍÕÌÁÔÏÒȭÓ ÆÌÉÇÈÔ ÄÙÎÁÍÉÃÓ ÍÏÄÅÌ, can predict unstable approaches. The 
recall is lower than that tested in the Unstable Approach Prediction -ÏÄÅÌȭÓ test, summarized 
in Table 1. It is difficult to judge if this drop in recall stems from the change in airline, airport 
or the flight dynamics model itself, but the test nevertheless shows that the model is 
compatible to the simulator in the sense that it still predicts 21 as unstable approaches. 

3.2.3.2 Data Driven Analysis 

Additionally, we performed a data-driven test, based on recorded data from the simulator, 
flown by pilots. Modelling of the landing comes from two sources. Firstly, the existing ML 
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model [2], trained on data gathered and processed during SafeClouds.eu [3]. Secondly, the 
data from ten landings flown in the simulator. Thereon, we use traditional statistical methods 
to identify causes of unstable landings and their causes using so-called ȬÓÈÁÌÌÏ× ÌÅÁÒÎÉÎÇȭȢ We 
use the term shallow to indicate learning from data with transparent models, e.g., Principal 
Component Analysis and time series with (some) domain-specific knowledge. 
 
To differentiate the work in this section from the rest of the deliverable, we use an entirely 
data-driven approach. From the data received, there are 29 parameters. One task is to 
identify which are the most relevant when detecting an unstable landing. Figure 6 shows the 
landing data from an agnostic data perspective, and how the parameters are correlated. For 
each parameter, their correlation is indicated by a value in the range of [-1.0, 1.0] where ɀ1.0 
indicates strongly negatively correlated (as one increases, the other decreases), whereas 1.0 
means that as one value increases, so does the other. 

 
Figure 6: Correlation of the parameters from one approach flown in the simulator. 
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Figure 7: Parameter relationships from all approaches considered in this test. 

 
Looking at all landings graphically, Figure 7 shows the relationship of seven parameters 
visually. One point of this data-driven, agnostic approach to data analysis is to identify which 
parameter may or may not be needed. Figure 8 shows which parameters have the largest 
ÖÁÒÉÁÔÉÏÎ ×ÉÔÈ ÒÅÓÐÅÃÔ ÔÏ ÔÈÅ ÐÌÁÎÅÓȭ ÅÎÅÒÇÙȢ 4Ï ËÅÅÐ ÔÈÉÓ ÄÅÌÉÖÅÒÁÂÌÅ ÔÏ ÔÈÅ ÍÁÉÎ ÒÅÓÕÌÔÓ ÏÆ 
this work package, we do not produce a full set of data-driven results and the background 
thereon. Rather, this topic will be discussed in a future paper. 
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Figure 8: Example of the correlations between energy and the other parameters 

3.2.3.3 Recalibration of the Prediction Threshold 

Based on intermediate integration test results obtained during the implementation period, 
and subsequent tests of the SADA in the simulator with a pilot working on the use case team, 
we modified two parameters of the Unstable Approach Prediction Model, as described in 
section 3.2.2. First, we added an offset of +8 kts to the airspeed signal to take into account 
the difference in approach speed between the Airbus A320, from which the training data for 
the Unstable Approach Prediction Model originates and the Dornier 728, which is the aircraft 
modelled in the research simulator and has a lower approach speed. Secondly, to counteract 
the lowered recall value found in section 3.2.3.1, the threshold below which the model 
outcome is considered as a prediction for an unstable approach is set to 0.95. 

3.2.4 Cockpit 

The ÉÍÐÏÒÔÁÎÔ ÐÁÒÔ ÏÆ ÔÈÅ ÓÉÍÕÌÁÔÏÒȭÓ cockpit, for this study, is the completely modifiable 
PFD. Figure 9 ÉÓ Á ÐÈÏÔÏÇÒÁÐÈ ÏÆ ÔÈÅ ÓÉÍÕÌÁÔÏÒȭÓ ÃÏÃËÐÉÔȟ ÓÈÏ×ÉÎÇ ÔÈÅ ÃÁÐÔÁÉÎȭÓ 0&$ȟ ÉÎ ÔÈÉÓ 
case transparent with a green overlay to guide a 3D approach (which is not needed for this 
project but illustrates the design flexibility). Additionally, the Mode Control Panel for 
controlling autopilot modes, thrust levers, and gear handle can be seen. 
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Based on the design discussions and feedback from user workshops, performed within the 
ÓÃÏÐÅ ÏÆ 3ÁÆÅ4%!-ȭÓ $ÅÌÉÖÅÒÁÂÌÅ ΩȢΨ [1], the modifications of the PFD for the SADA are 
oriented along the design common to other caution, advisory, and warning messages like the 
smart runway and smart landing system. 
To indicate that the prediction model, described in subsection 3.2.1, predicts an unstable 
approach, the PFD shows a yellow STABILIZE message, as shown in Figure 10. The text can 
be triggered by User Datagram Protocol signal from the prediction model to the PFD 
software. 

Figure 9: Photo of the simulator's cockpit 
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Figure 10: Adding the Stabilize Caution Message to the PFD, in Scade, the Software used to Implement 

the Primary Flight Displays of the Research Simulator 

3.2.5 Radar Screen 

For this study, we expanded the simulator with a radar screen simulation. The radar screen 
enables the simulation controller to provide repeatable Air Traffic Control (ATC) instructions 
to pilots. 
Figure 11 illustrates the radar screen simulation used for SafeTEAM. The white square marker 
ÉÎÄÉÃÁÔÅÓ ÔÈÅ ÐÏÓÉÔÉÏÎ ÏÆ ÔÈÅ ÁÉÒÃÒÁÆÔȟ ÔÈÅ ÂÌÕÅ ÔÅØÔ ÓÔÁÔÅÓ ÔÈÅ ÁÉÒÃÒÁÆÔȭÓ ÃÁÌÌÓÉÇÎ, and the white 
text shows the altitude and airspeed. The thick white lines at the intersection of two cones 
indicate the runways at Munich Airport. The thinner dashed lines indicate the extended 
runway center lines, where each dash has a length of one nautical mile. The dotted line 
indicates the tower control zone of Munich Airport. The cones are added to the radar screen 
for the operator's orientation for specific ATC requests during the simulation exercises. 
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Figure 11: SafeTEAM Radar screen visualization as used for the simulation exercises. The radar simulation 
visualizes the aircraft position, altitude, and speed to the simulation operator in real-time. Additionally, 

for orientation of the operator, the cones provide visual clues when requesting Air Traffic Control 
instructions to the pilots during the simulation to ensure comparability of the scenarios between varying 
pilots. Basemap attribution:  "Esri, TomTom, Garmin, Foursquare, GeoTechnologies, Inc, METI/NASA, 

USGS"  
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4 Research Question Definitions 

The overall objective of the SADA is twofold. First, the assistant aims to help mitigate 
preventable unstable approaches. We define a preventable unstable approach as an 
approach that, without intervention, would violate stabilization criteria after passing the 
stabilization gate, but where timely pilot action (prompted by SADA) could prevent 
instability. Second, for approaches that are unavoidably unstable, the assistant is intended to 
support go-around decision compliance by a timely prediction at 4NM from the runway 
threshold, followed by a clear indication once stabilization criteria are violated. 
 
Both objectives are centered on improving pilot situation awareness (SA) and decision-
making during approach phases that are often ambiguous until the stabilization gate or just 
before. The design rationale and operational concept of the SADA system are summarized in 
Section 3 and detailed in Deliverable D3.2 [1]. 
 
Given the early-stage maturity of the SADA implementation and the constraints of this 
simulation-based study, it was not feasible to design a large-scale test campaign to directly 
evaluate these two high-level objectives. Specifically: 

¶ A sufficiently large number of pilots and approaches would be required to generate 
statistically robust comparisons between assisted and unassisted conditions. 

¶ The current implementation of SADA reflects a research-stage prototype consistent 
with the D3.2 specification. Further iterations and refinement are needed before 
large-scale validation is practical. 

 
As such, we decomposed the overarching aims into more focused, testable research 
ÑÕÅÓÔÉÏÎÓ ÔÈÁÔ ÁÄÄÒÅÓÓ ÐÒÅÒÅÑÕÉÓÉÔÅ ÃÏÎÄÉÔÉÏÎÓ ÆÏÒ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÅÆÆÅÃÔÉÖÅÎÅÓÓȢ We examine 
whether the SADA system: 

¶ Enhances pilot situation awareness of factors relevant to approach stability, 

¶ Avoids increasing mental workload, and 

¶ Is trusted and perceived as usable by its end users. 
 
These research questions are addressed using both qualitative and quantitative data. While 
the small sample size limits the statistical power of quantitative comparisons, we nonetheless 
analyze these data to provide tentative support and nuance for findings from the analysis of 
post-session interview feedback. 
 
The following table summarizes the research questions, hypotheses, as well as the methods 
used to test them. 
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Table 3: Research Questions and Hypotheses Overview 

ID Research Question Hypotheses  
(if applicable) 

Related Data Collection 

1 What is the relationship between 
pilots' perception of approach stability 
and the SADA's perception of 
approach stability? 

H0: no correlation 

H1: positive correlation 

H2: negative 
correlation 

¶ Post-scenario questionnaire: 
stability self-assessment 
(Section 5.4.3.1) 

¶ SADA stability assessment 
(Section 5.4.1) 

2 How does the SADA affect ÐÉÌÏÔÓȭ 
situational awareness during final 
approach (10 NM to decision height)? 

H0: no correlation 

H1: positive correlation 

H2: negative 
correlation 

¶ Post-scenario questionnaire: 
SA3 rating (Section 5.4.3.1) 

¶ Post-session interview: SA 
themes 

3 (Ï× ÄÏÅÓ ÔÈÅ 3!$! ÁÆÆÅÃÔ ÐÉÌÏÔÓȭ 
mental workload during final approach 
(10 NM to decision height)? 

H0: no correlation 

H1: positive correlation 

H2: negative 
correlation 

¶ Post-scenario questionnaire: 
NASA-TLX (Section 5.4.3.1) 

¶ Post-session interview: 
workload themes 

4 What is the effect of the SADA on go-
around compliance? (as addressed in 
[5]) 

Explorative ¶ Post-session interview: 
decision-making themes 

¶ Simulator flight data 
(Section 5.4.1) 

¶ SADA assessments (Section 
5.4.1) 

5 What is the perceived usability of the 
SADA system? 

Explorative ¶ Post-session questionnaire: 
System Usability Scale (SUS) 
(Section 5.4.3.2) 

¶ Post-session interview: 
usability themes 
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5 Methodology 

This section summarizes the design of the experiment. The exercise of this use case is defined 
for a number of five participants. The relatively low number of participants needs to be taken 
into account for the evaluation strategy generally and specifically when selecting metrics. 
Also, the selected metrics must be considered in conjunction with the simulation scenarios, 
as both must fit together. Therefore, the experiment design process is an iterative team 
effort, performed by the Human Factors experts responsible for SafeTEAM Task 2 together 
with the Use Case Experts responsible for SafeTEAM Tasks 3 and 4. Results in Deliverable 2.2 
are built, in part, on the learnings of applying the SafeTEAM framework to this use case. The 
methodology description that follows in this deliverable is the result of applying the 
SafeTEAM framework to the SADA use case. 
 
The following section outlines the overall methodology of the planned simulator exercise, 
considering the evaluation strategy, metric selection, pilot preparation material and consent 
forms, and the definition of the simulation scenarios. 
Figure 12 illustrates the idea of designing the experiment. The upper row illustrates 
independent variables, which can be manipulated by researchers to configure experiment 
conditions. A specific combination of these independent variables (e.g.: approach procedure, 
visibility, wind, or ATC commands) defines a simulation scenario. The scenarios defined for 
this experiment are specified in detail in subsection 5.1. Through manipulations of 
independent variables across conditions, we expect changes in dependent variables like 
the usability of the assistant, situational awareness of pilots, or stability of the approaches. 
The dependent variables, the metrics to measure, and ways to obtain the metrics are defined 
in subsection 5.3. To collect the data of dependent variables during and after an experiment, 
we use three methods: 
 

1. Questionnaires, 
2. Semi-structured interviews, and 
3. Data recording in the simulator. 
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The goal in designing the experiment is to select independent variables in such a way that the 
observed dependent variables provide the information to make statements on the research 
questions. In iterative sessions, the SafeTEAM WP2 and WP4 groups developed the 
simulation scenarios, as defined in section 5.1, in parallel with the data collection plan, 
described in subsection 5.3. These sessions focused on selecting independent variables, 
which define the simulation scenarios, and discussing the dependent variables and how to 
measure these during and after the simulation exercise. 

5.1 Pilot Information Leaflet  

As preparation for the pilots, we provide a pilot information leaflet that we provided to the 
ÐÉÌÏÔÓ ÂÅÆÏÒÅ ÔÈÅ ÅØÐÅÒÉÍÅÎÔȢ 4ÈÅ ÌÅÁÆÌÅÔ ÄÅÓÃÒÉÂÅÓ ÔÈÅ ÇÅÎÅÒÁÌ ÉÄÅÁ ÏÆ 3ÁÆÅ4%!-ȭÓ ÔÁÓË ΪȢΨ 
as well as a description of the simulator, basic aircraft parameters including pitch and power 
settings, and expected weather information during the simulation scenarios. Furthermore, it 
contains the relevant approach charts for the simulation exercise. 
 
Beyond preparing for the simulation exercise, the leaflet also describes the data we aim to 
record during the simulation exercise and how we intend to use it. 
Based thereon, the leaflet contains a consent form which the participants will need to sign, 
explaining that they agree with the outlined usage of the recorded data. 
The complete leaflet can be found in Appendix B. 

5.2 Simulation Scenarios 

The challenge in designing a simulation scenario for the unstable approach use case is to 
create a realistic scenario for pilots in which they are uncertain about the stability of the 

Figure 12: Schematic of the Simulation Exercise 
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approach until the stabilization gate is reached. If the scenario is too simple, pilots will likely 
fly a stable approach without needing any decision support tools. On the other hand, if the 
scenario is too demanding, pilots might perceive it as unrealistic and not relevant for real-
world operations. Furthermore, if the scenario creates a situation that necessarily leads to an 
unstable approach, pilots will have no need for a decision support tool, anticipating the 
instability long before, and might not even fly until the stabilization gate.  
The idea is to design scenarios in which the parameters for workload in the cockpit and the 
complexity of the approach can be modified progressively. We define the following three 
independent variables to modify the complexity of the approach and, as a result, the 
workload in the cockpit: 

¶ Wind conditions 

¶ ATC Speed Constraints 

¶ ATC Glide Slope Intercept 
In all scenarios, pilots will perform approaches on either runway 08L or 08R in Munich, and 
for each difficulty level of an approach on one runway, we define a similar scenario for the 
other runway as well.  
To have baseline scenarios to compare results against, we define reference and solution 
scenarios for the simulator trials. Reference scenarios are scenarios without the developed 
Stabilized Approach Digital Assistant (SADA). Conversely, solution scenarios are with the 
developed Stabilized Approach Assistant (SADA). For each solution scenario, we perform a 
comparable reference scenario with similar initial conditions and parameters. 
Table 4 provides an overview of the six scenarios for the simulation exercise, providing a 
scenario ID, a short name of the scenario, and the link to the detailed definition of the 
scenario in the subsequent subsections. The detailed scenario descriptions contain the initial 
state of the aircraft, the ATC commands issued to the pilot, and the wind profile. 
 

Table 4: Scenario Overview 

Scenario ID Scenario Name Link to Scenario Description 

1 Standard Intercept 08L Subsection 5.2.1 

2 Standard Intercept 08R Subsection 5.2.2 

3. Base Intercept 08L Subsection 5.2.3 

4 Base Intercept 08R Subsection 5.2.4 

5 Short Intercept 08L Subsection 5.2.5 

6 Short Intercept 08R Subsection 5.2.6 

 
The relevant charts for the scenario are available at DFSȭ AIP: 

¶ GPS / FMS RNAV Arrival Chart for runway 08L: 
https://aip.dfs.de/BasicIFR/pages/P00A8C.html  

¶ ILS 08L: https://aip.dfs.de/BasicIFR/pages/P00A92.html 

¶ GPS / FMS RNAV Arrival Chart for runway 08R: 
https://aip.dfs.de/BasicIFR/pages/P00A90.html  

¶ ILS 08R: https://aip.dfs.de/BasicIFR/pages/P00A93.html 

5.2.1 Standard Intercept 08L 

https://aip.dfs.de/BasicIFR/pages/P00A8C.html
https://aip.dfs.de/BasicIFR/pages/P00A92.html
https://aip.dfs.de/BasicIFR/pages/P00A90.html
https://aip.dfs.de/BasicIFR/pages/P00A93.html
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This scenario is a standard approach to runway 08L, starting from the final approach fix, as 
defined on the Final Approach Chart for Runway 08L. The pilot can configure the aircraft 
without any ATC requests and receives a timely approach and landing clearance for runway 
08L. Table 5 lists the initial aircraft states for this scenario. The aircraft is already on the 
localizer and intercepts the glide slope from below at 5 000 ft above mean sea level. 
 

Table 5: Initial Aircraft States for Standard Approach on 08L 

Latitude [°]  Longitude [°] Velocity [kts IAS] Altitude [ft]  Heading [°] 

48.3415 11.4964 200 5000 82 

 
Figure 13 illustrates the wind profile for this scenario. With decreasing altitude, the wind 
becomes slower but builds an increasing tailwind component. 

 
Figure 13: Wind profile for the standard approach on runways 08L and 08R 

5.2.2 Standard Intercept 08R 

This scenario is a standard approach to runway 08R, starting from the final approach fix, as 
defined on the Final Approach Chart for Runway 08R. The pilot can configure the aircraft 
without any ATC requests and receive a timely approach and landing clearance for runway 
08R. 
Table 6 lists the initial aircraft states for this scenario. The aircraft is already on the localizer 
and intercepts the glide slope from below at 5 000 ft above mean sea level. 
 

Table 6: Initial Aircraft States for Standard Approach on 08R 

Latitude [°]  Longitude [°] Velocity [kts IAS] Altitude [ft]  Heading [°] 

48.3195 11.4815 200 5000 82 
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The wind situation is similar to the one for the standard approach on runway 08L, described 
in section 5.2.1, Figure 13. 

5.2.3 Base Intercept 08L 

This scenario shall recreate a situation in which the air traffic controller requests the pilot to 
maintain speed until 4NM from the threshold of runway 08L. The initial aircraft state is 
provided in Table 7. 

Table 7: Initial Aircraft States for Base Intercept on 08L 

Latitude [°]  Longitude [°] Velocity [kts IAS] Altitude [ft]  Heading [°] 

48.4083 11.3917 220 5000 170 

 
The wind profile for this scenario is illustrated in the following Figure 14.  

 
Figure 14: Wind profile for the base intercept scenario 

The ATC instructions are: 
1. Turn left, heading 120. 
2. Cleared for approach. 
3. Maintain 150 to 4NM. 
4. Cleared for landing. 

5.2.4 Base Intercept 08R 

This scenario shall recreate a situation in which the air traffic controller requests the pilot to 
maintain speed until 4NM from the threshold of runway 08R, combined with a tailwind 
component. The initial aircraft state is defined in Table 8. 
 

Table 8: Initial Aircraft States for Base Intercept on 08R 

Latitude [°]  Longitude [°] Velocity [kts IAS] Altitude [ft]  Heading [°] 

48.2417 11.3917 220 5000 350 
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The wind profile for this scenario is similar to the wind profile in scenario 3 and is illustrated 
Figure 14. 
The ATC instructions are: 

1. Turn right, heading 050. 
2. Cleared for approach. 
3. Maintain 150 to 4NM. 
4. Cleared for landing. 

5.2.5 Short Intercept 08L 

This scenario shall recreate a situation in which the air traffic controller offers the pilot a 
shortcut to the final approach. On the downwind, the ATC will vector the pilot, intending to 
have the arrival aircraft intercept the Instrument Landing System (ILS) around 6NM from the 
runway threshold at an altitude of 3700 ft. 

Table 9: Initial Aircraft States for Short Intercept on 08L 

Latitude [°]  Longitude [°] Velocity [kts IAS] Altitude [ft]  Heading [°] 

48.4448 11.7247 220 kts IAS 4000 262 

 
The wind profile for this scenario is illustrated Figure 15.  
 

 
Figure 15: Wind profile for the short intercept scenario 

The ATC instructions in this scenario are: 
1. Turn left, heading 170, and descend to 3700ft. 
2. Turn left, heading 120, cleared for approach. 
3. Cleared to land. 

5.2.6 Short Intercept 08R 

This scenario is similar to the scenario described in 5.2.5, except it approaches runway 08R 
instead of runway 08L. The initial aircraft state is defined in the following Table 10. 
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Table 10: Initial Aircraft Sates for Short Intercept on 08R 

Latitude [°]  Longitude [°] Velocity [kts IAS] Altitude [ft]  Heading [°] 

48.2463 11.6565 220 kts IAS 4000 262 

 
The wind profile is similar to the one of scenario 5, illustrated in Figure 15. 
 
The ATC instructions are 

1. Right turn, heading 350 and descent to 3700ft. 
2. Right turn, heading 040, cleared to approach. 
3. Cleared to land. 

5.3 Scenario Ordering 

The scenario ordering is determined based on a computer script that uses random number 
generators. Section 5.1 defines the six scenarios used for the simulation exercise of which two 
belong to one of three difficulty levels respectively. The script ensures that one of the similar 
scenarios is selected as a reference and solution scenario. Additionally, the script randomizes 
the order of the three selected solutions and reference scenarios. 
Thus, randomization ensures that each pilot has three reference scenarios and three solution 
scenarios, with one scenario of each difficulty level. Additionally, the ordering of the difficulty 
levels is randomized for the solution as well as reference scenarios. 
Furthermore, which of the two scenarios of similar difficulty is chosen as reference and 
solution scenario is also chosen randomly for each pilot anew. 

5.4 Data Collection 

Section 4 defines the research questions that this deliverable investigates. Based thereon, 
section 5.1 describes the scenarios pilots fly in the simulator to test the SADA, implemented 
as described in section 3.2. Measuring the 3!$!ȭÓ impact on the research questions requires 
metrics on the Human-Machine Teaming, as well as aircraft performance indicators of the 
approach scenarios flown in the simulator. Especially, the metrics selection targeting Human-
Machine Teaming is an evolutionary process that was performed in parallel to the 
development of simulation scenarios defined in section 5.1. 
 
The selection process for the Human-Machine Teaming Metrics is based on the collection of 
potentially applicable metrics, included in the SafeTEAM framework, described in SafeTEAM 
Deliverable 2.2. These metrics aim to capture the collaboration or teamwork between Digital 
Assistants and the human user or operators. The complete collection of metrics is too 
extensive to reproduce in this deliverable; however, the metrics can be grouped by measuring 
the following dependent variables: 

¶ Trust 

¶ Workload 

¶ Situation Awareness 

¶ System Usability 
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The following subsections summarize, by grouping the data collection methods, the metrics 
chosen to collect data on a dependent variable. 

5.4.1 Unstable Approach Prediction Model 

One information type recorded in the simulator exercise are the features fed into the 
prediction model, computed for each approach flown, and also the resulting Unstable 
!ÐÐÒÏÁÃÈ 0ÒÅÄÉÃÔÉÏÎ -ÏÄÅÌȭÓ ÏÕÔÃÏÍÅ. This outcome contains the output of the model as 
well as the five most relevant features for the model to yield the prediction on the approach 
stability. An exemplary outcome, encoded as JavaScript Object Notation (JSON), can be, for 
example, 
"prediction": "[0.0]", 
  "probability": "[array([0.97711212, 0.02288788])]", 
  "top_features": [ 
    ["weather_altimeter_hpa", 
      1.3686779476318494], 
    ["feature_4_0_nm_airspeed_mds", 
      0.9550524174502503], 
    ["feature_flap_full_hbaro_m", 
      0.8137647769602466], 
    ["feature_4_0_nm_roll_rad_var", 
      0.33292498041475493], 
    ["date", 
      0.3299271467598154] 
  ] 
 
which contains key-ÖÁÌÕÅ ÐÁÉÒÓ ÄÅÓÃÒÉÂÉÎÇ ÔÈÅ ȰÐÒÅÄÉÃÔÉÏÎȱ ÏÆ ÁÎ ÕÎÓÔÁÂÌÅ ÁÐÐÒÏÁÃÈ ÁÓ 
booleaÎ ÆÁÌÓÅ ÏÒ ÔÒÕÅ ÖÁÒÉÁÂÌÅȟ ÔÈÅ ȰÐÒÏÂÁÂÉÌÉÔÙȱ ÁÓ Á ÎÕÍÂÅÒ ÂÅÔ×ÅÅÎ ÚÅÒÏ ÔÏ ÏÎÅ ×ÈÉÃÈ ÉÓ 
compared to the defined threshold in section 3.2.3, to make a prediction, as well as the five 
most influential features provided to the Unstable Approach Prediction Model to calculate 
the probability outcome. 

5.4.2 Simulator Data 

As described in section 3.2.5, the simulator stores performance data of the aircraft, as well as 
pilot inputs. This allows for an analysis similar to flight data monitoring analysis that airlines 
do in their operations, taking into account the speed, Instrument Landing System deviations, 
sink rate, and aircraft configurations. 
Figure 16 exemplarily illustrates the Indicated Airspeed and also the deviation from the target 
speed from eleven miles from the runway threshold to the runway threshold. The red box 
illustrates the critical region for stability analysis, indicating the region from the stabilization 
gate to the runway threshold in the horizontal and the parametersȭ stability domain in the 
vertical direction. In the following picture, the approach is unstable, since the target speed is 
not in the required range at the beginning of the stabilization gate. 
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Figure 16: Approach Speed and Speed deviations during an approach 

 
Figure 17 exemplarily illustrates the glide slope and localizer deviation of an approach from 
eleven nautical miles until the runway threshold. Again, the red regions illustrate the critical 
region to evaluate the stability of the approach. For the ILS, the deviation is measured in dots, 
where a deviation of one dot in each direction is acceptable, and deviations beyond one dot 
after the stabilization gate are considered as an unstable approach. 
 
Figure 18 exemplarily illustrates the sink rate of an approach. The red region illustrates the 
region in which the parameter is considered stable. Additionally, the green line indicates the 
sink rate the aircraft would have if it followed the vertical guidance of the glide slope with its 
current ground speed. 
 
Figure 19 ÅØÅÍÐÌÁÒÉÌÙ ÉÌÌÕÓÔÒÁÔÅÓ ÔÈÅ ÁÉÒÃÒÁÆÔȭÓ ÃÏÎÆÉÇÕÒÁÔÉÏÎ ÄÕÒÉÎÇ ÁÎ ÁÐÐÒÏÁÃÈȢ 4ÈÅ ÇÅÁÒ ÉÓ 
illustrated as a Boolean where True indicates the gear is down. The flap setting is illustrated 
from zero to four, where zero indicates flaps retracted and four indicates ȰÆÌÁÐÓ ÆÕÌÌȱ ÓÅÔÔÉÎÇȢ 
The red regions indicate the gear and flap settings necessary to consider the approach stable. 
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Figure 17: Localizer and Glideslope deviation during an approach 

 

 
Figure 18: Sink rate during an approach 
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Figure 19: Aircraft configuration during an approach 

 

5.4.3 Questionnaires 

We designed two questionnaires for the SADA exercise, using the EUSurvey service [11]. 
First, a post-scenario questionnaire that pilots shall file immediately once each of the six 
scenarios is completed. Second, a post-session questionnaire that pilots shall file after the 
sixth post-scenario questionnaire is completed, concluding the scenario session. The post-
scenario questionnaire focuses on the dependent variables Workload and Situation 
Awareness, along with perceived scenario difficulty and other qualities of the scenario design 
itself. The collected questionnaire serves to answer the research questions, while the 
ÁÄÄÉÔÉÏÎÁÌ ÓÃÅÎÁÒÉÏ ȰÍÅÔÁ ÄÁÔÁȱ ÅÎÁÂÌÅÓ ÄÁÔÁ ÖÁÌÉÄÉÔÙ ÁÎÄ ÒÅÌÉÁÂÉÌÉÔÙ ÁÓÓÅÓÓÍÅÎÔÓȢ 3ÕÂÓÅÃÔÉÏÎ 
5.4.3.1 provides details on the post-scenario questionnaire, while Appendix A.1 provides 
screenshots of the complete layout and design of the questionnaire. 
The post-session questionnaire targets the system usability of the SADA. Subsection 5.4.3.2 
provides details on this questionnaire, while Appendix A.2 provides the complete 
questionnaire. 

5.4.3.1 Post-Scenario 

The post-ÓÃÅÎÁÒÉÏ ÑÕÅÓÔÉÏÎÎÁÉÒÅ ÉÓ ÄÅÓÉÇÎÅÄ ÔÏ ÁÓÓÅÓÓ ÔÈÅ ÐÉÌÏÔȭÓ ÅØÐÅÒÉÅÎÃÅ ÁÎÄ ÐÅÒÃÅÐÔÉÏÎ 
of the DA after they have completed a scenario. The pilot is asked to reflect on various aspects 
ÏÆ ÔÈÅÉÒ ÅØÐÅÒÉÅÎÃÅȟ ÉÎÃÌÕÄÉÎÇ ÔÈÅ ÓÙÓÔÅÍȭÓ ÉÍÐÁÃÔ ÏÎ ÔÈÅÉÒ ×ÏÒËÌÏÁd, situation awareness, 
and subsequent decision-making during the scenario. 
 
Workload 
To collect data on the perceived workload during the scenario, the questionnaire integrates 
the NASA Task Load Index (NASA-TLX) [12], containing six questions that are all answered 
using a 0ɂΨΦ ,ÉËÅÒÔ ÓÃÁÌÅȢ &ÏÒ ÆÉÖÅ ÑÕÅÓÔÉÏÎÓȟ ÚÅÒÏ ÉÎÄÉÃÁÔÅÓ ȰÖÅÒÙ ÌÏ×ȟȱ ×ÈÉÌÅ ΨΦ ÉÎÄÉÃÁÔÅÓ 
ȰÖÅÒÙ ÈÉÇÈȢȱ 
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¶ How mentally demanding was the task? 

¶ How physically demanding was the task? 

¶ How hurried or rushed was the pace of the task? 

¶ How hard did you have to work to accomplish your level of performance? 

¶ How insecure, discouraged, irritated, stressed, and annoyed were you? 
&ÏÒ ÔÈÅ ÓÉØÔÈ ÑÕÅÓÔÉÏÎȟ ÚÅÒÏ ÉÓ ÌÁÂÅÌÌÅÄ ȰÐÅÒÆÅÃÔȱ ÁÎÄ ΨΦ ÉÓ ÌÁÂÅÌÌÅÄ ȰÆÁÉÌÕÒÅȢȱ  

¶ How successful were you in accomplishing what you were asked to do? 
 
Rather than deploying the standard but complex way of weighing the TLX dimensions to 

develop a score, our experiment uses the widely adopted Raw TLX (R-TLX) method of 

averaging the dimension scores to create an estimate of overall perceived workload [13]. 

 
Situation Awareness 
The questionnaire also contains three items developed by [14] to target the three levels of 
situation awareness (SA)ɂÐÅÒÃÅÐÔÉÏÎȟ ÃÏÍÐÒÅÈÅÎÓÉÏÎȟ ÁÎÄ ÐÒÏÊÅÃÔÉÏÎȟ ÆÏÌÌÏ×ÉÎÇ %ÎÄÓÌÅÙȭÓ 
original model of SA [15] - while minimizing the construct overlap with NASA-TLX. The three 
Situation Awareness Three Levels (SA3) Likert items, evaluated on a 1ɂ11 scale, are (with 
endpoint labels in parentheses): 

¶ -Ù ÏÂÓÅÒÖÁÔÉÏÎ ÏÆ ÃÒÉÔÉÃÁÌ ÉÎÆÏÒÍÁÔÉÏÎ ɉΧ Ђ Ȱ-ÉÓÓÅÄ ÉÍÐÏÒÔÁÎÔ ÉÎÆÏÒÍÁÔÉÏÎȱȟ ΧΧ Ђ 

Ȱ)ÄÅÎÔÉÆÉÅÄ ÁÌÌ ÎÅÅÄÅÄ ÉÎÆÏÒÍÁÔÉÏÎȱɊ 

¶ -Ù ÕÎÄÅÒÓÔÁÎÄÉÎÇ ÏÆ ×ÈÁÔ ×ÁÓ ÇÏÉÎÇ ÏÎ ɉΧ Ђ Ȱ$ÉÄ ÎÏÔ ÍÁËÅ ÓÅÎÓÅ ÔÏ ÍÅȱȟ ΧΧ Ђ Ȱ&ÕÌÌÙ 
ÕÎÄÅÒÓÔÏÏÄȱɊ 

¶ ) ÃÏÕÌÄ ÌÏÏË ÁÈÅÁÄ ÁÎÄ ÆÏÒÅÓÅÅ ×ÈÁÔ ×ÁÓ ÇÏÉÎÇ ÔÏ ÈÁÐÐÅÎ ɉΧ Ђ Ȱ#ÏÕÌÄ ÎÏÔ ÐÒÅÄÉÃÔȱȟ ΧΧ 
Ђ Ȱ6ÅÒÙ ÁÃÃÕÒÁÔÅÌÙȱɊ 

The SA3 score was calculated by averaging the response scores of the three constituent 
items. 
 

Approach Stability Assessment 
'ÉÖÅÎ ÔÈÅ ÌÉÍÉÔÅÄ ÓÁÍÐÌÅ ÓÉÚÅ ÁÎÄ ÔÈÅ ÐÁÒÔÉÃÉÐÁÎÔÓȭ ÌÉÍÉÔÅÄ ÅØÐÏÓÕÒÅ ÔÏ ÔÈÅ 3ÔÁÂÉÌÉÚÅÄ 
Approach Assistant across the scenarios, it is difficult to measure trust in the system directly. 
)ÎÓÔÅÁÄȟ ÁÎÄ ÁÓ Á ÐÒÅÃÕÒÓÏÒ ÆÏÒ ÔÒÕÓÔȟ ÔÈÅ ÅØÐÅÒÉÍÅÎÔ ÁÉÍÓ ÔÏ ÃÏÍÐÁÒÅ ÔÈÅ ÐÉÌÏÔÓȭ ÁÐÐÒÏÁÃÈ 
stability assessments with those of the Stabilized Approach Assistant, i.e., their level of 
agreement. 
The first item of the questionnaire, targeting situation assessment, is a self-assessment of 
ÔÈÅ ÁÐÐÒÏÁÃÈȭÓ ÓÔÁÂÉÌÉÔÙȢ To gather this information, the questionnaire uses a continuous 
ÓÌÉÄÅÒ ÓÃÁÌÅ ÂÅÔ×ÅÅÎ ÚÅÒÏ ɉȰÃÏÍÐÌÅÔÅÌÙ ÕÎÓÔÁÂÌÅȱɊ ÁÎÄ ÏÎÅ ɉȰÃÏÍÐÌÅÔÅÌÙ ÓÔÁÂÌÅȱɊ ×ÉÔÈ 
instructions to interpret 0ɂ0.4 as unstable, 0.4ɂ0.6 as a grey zone, and 0.6ɂ1 as stable. 
Additionally, it is possible to select reasons for instability, in case the self-assessment is an 
unstable approach. The predefined checkboxes included reasons like speed, glideslope 
ÄÅÖÉÁÔÉÏÎȟ ÓÉÎË ÒÁÔÅȟ ÅÔÃȢȟ ÁÎÄ ÁÎ ȰÏÔÈÅÒȱ ÏÐÔÉÏÎ ×ÉÔÈ Á ÔÅØÔ ÆÉÅÌÄ ÔÏ ÐÒÏÖÉÄÅ Á ÃÕÓÔÏÍ ÒÅÓÐÏÎÓÅȢ 
 
The second item targeting situational assessment covers the decision support aspect of the 

digital assistant. Therefore, the questionnaire investigates the effect of the digital assistant 

ÏÎ ÔÈÅ ÐÉÌÏÔÓȭ ÄÅÃÉÓÉÏÎÓ ÄÕÒÉÎÇ ÔÈÅ ÁÐÐÒÏÁÃÈȢ )Ô ÃÏÎÔÁÉÎÓ ÔÈÒÅÅ ,ÉËÅÒÔ ÉÔÅÍÓ ÓÃÏÒÅÄ ÂÅÔ×ÅÅÎ 

1ɂ7. The three questions were (endpoint labels in parentheses): 

1. To what extent did the Unstable Approach Prediction tool help you maintain a stable 

ÁÐÐÒÏÁÃÈȩ ɉΧ Ђ Ȱ.ÏÔ ÁÔ ÁÌÌȱȟ έ Ђ Ȱ! ÇÒÅÁÔ ÄÅÁÌȱɊ 
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2. To what extent did the Unstable Approach Prediction tool influence your decision to 
initiate a go-ÁÒÏÕÎÄȩ ɉΧ Ђ Ȱ.ÏÔ ÁÔ ÁÌÌȱȟ έ Ђ Ȱ6ÅÒÙ ÍÕÃÈȱɊ 

3. Overall, how strongly did you agree or disagree with the Unstable Approach 

0ÒÅÄÉÃÔÉÏÎ ÔÏÏÌȭÓ ÁÐÐÒÏÁÃÈ ÓÔÁÂÉÌÉÔÙ ÁÓÓÅÓÓÍÅÎÔ ÉÎ ÔÈÉÓ ÓÃÅÎÁÒÉÏȩ ɉΧ Ђ Ȱ3ÔÒÏÎÇÌÙ 

ÄÉÓÁÇÒÅÅȱȟ έ Ђ Ȱ3ÔÒÏÎÇÌÙ ÁÇÒÅÅȱɊ 

For each question, the questionnaire instructed participants to interpret and use a score of 4 

to indicate a neutral response if they were unsure or had no opinion. They could also use a 

complimentary text field to explain if and why any of the questions were not applicable. 

These decision support questions were conditionally asked after scenarios where the 

Stabilized Approach Assistant was available to participants, i.e., the solution scenarios. 

 
Scenario Meta Information 
The scenario difficulty is the first item interrogated in this part of the questionnaire, using the 

Single Ease Question (SEQ) instrument [16], Á ,ÉËÅÒÔ ÓÃÁÌÅ ÉÔÅÍ ÁÓËÉÎÇ Ȱ/ÖÅÒÁÌÌȟ ÔÈÉÓ ÔÁÓË 

×ÁÓȢȢȢȱ ×ÉÔÈ ÒÅÓÐÏÎÓÅÓ ÒÁÎÇÉÎÇ ÆÒÏÍ Χ ɉȰÖÅÒÙ ÅÁÓÙȱɊ ÔÏ έ ɉȰÖÅÒÙ ÄÉÆÆÉÃÕÌÔȱɊ ÔÏ ÁÓÓÅÓÓ ÁÐÐÒÏÁÃÈ 

scenario difficulty. 

The second item in this part of the questionnaire probed the frequency of a scenario occurring 

in real-×ÏÒÌÄ ÏÐÅÒÁÔÉÏÎÓȟ Ȱ(Ï× ÏÆÔÅÎ ÄÏÅÓ ÓÏÍÅÔÈÉÎÇ ÃÏÍÐÁÒÁÂÌÅ ÈÁÐÐÅÎ ÔÏ ÙÏÕ ÄÕÒÉÎÇ 

×ÏÒËȩȱ 0ÁÒÔÉÃÉÐÁÎÔÓ ÃÏÕÌÄ ÓÅÌÅÃÔ ÏÎÅ ÏÆ ÔÈÅ ÆÏÌÌÏ×ÉÎÇ ÏÐÔÉÏÎÓȡ never; rarely; from time to time; 

frequently; and very often. 

5.4.3.2 Post-Session 

The post-session questionnaire focuses on the usability of the SADA and employs the widely 

adopted System Usability Scale (SUS) [17] [18] to measure this. SUS consists of ten 5-point 

Likert items, where 1 = strongly disagree and 5 = strongly agree. Response options 2ɂ4 are 

unlabeled. 

! ÓÙÓÔÅÍȭÓ 353 ÓÃÏÒÅ ÉÓ ÃÁÌÃÕÌÁÔÅÄ ÕÓÉÎÇ ÔÈÅ ÆÏÌÌÏ×ÉÎÇ ÅÑÕÁÔÉÏÎ: 
 

ὛὟὛװ ςȢυװ ςπ ὛὟὛπρ

װ

װ

ȟװπσȟװπυȟװπχȟװπωװװ ὛὟὛπς

װ

װ

ȟװπτȟװπφȟװπψȟװρπ 

 
This formula accounts for the alternating positive and negative tone of the items and yields 
a unified usability score ranging from 0 to 100. SUS scores can be interpreted using adjective-
based ratings: 
¶ 0-25: Worst imaginable 
¶ 26-50: Poor 
¶ 51-70: OK 
¶ 71-85: Good 
¶ 86-100: Excellent 

Or, alternatively, using a letter-grade scale: 
¶ A: 80-100 
¶ B: 70-79 
¶ C: 60-69 
¶ D: 50-59 
¶ F: Below 50 

The ten Likert items are: 
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1. I think that I would like to use this system frequently. 
2. I found the system unnecessarily complex. 
3. I thought the system was easy to use. 
4. I think that I would need the support of a technical person to be able to use this 

system. 
5. I found the various functions in this system were well integrated. 
6. I thought there was too much inconsistency in this system. 
7. I would imagine that most people would learn to use this system quickly. 
8. I found the system very cumbersome to use. 
9. I felt very confident using the system. 
10. I needed to learn a lot of things before I could get going with this system. 

5.4.4 Interviews 

After flying the scenarios and answering the questionnaires, we performed a post-session 
interview with the pilots. The interview is designed as a semi-structured interview with an 
interview guide that is provided in Appendix A.3. After performing the first interviews, we 
decided to switch from a minutes-based recording to a software-based recording using 
Audacity (version 3.7.1 [19]Ɋ ×ÉÔÈ Á ÌÏÃÁÌ ÍÏÄÅÌ ÏÆ /ÐÅÎ!)ȭÓ 7ÈÉÓÐÅÒɂa machine-learning 
model-based system [20]ɂto create transcripts. This setup was run entirely offline on a 
laptop to ensure no sensitive data was transmitted anywhere. The transcripts are corrected 
by the interviewer after the interview for any potential mistakes by rehearing the audio 
recording and complemented with layout changes for easier analysis. Only the revised 
transcript is used for later analysis. 
The topics covered by the semi-structured interview are: 

¶ Communication of the Assistant and Pilot 

¶ Coordination of the Assistant and Pilot 

¶ Workload 

¶ Situational Awareness 

¶ Problem Solving and Decision Making 

¶ System Usability 

¶ Human Autonomy Teaming 

¶ Trust (Reliability and Agreement) 
The topics are similar to the ones covered in the questionnaires, providing a redundant 
method of data collection with more flexibility and room for more detailed explanations from 
the user. 
 
To analyze the interview data, the transcripts were analyzed for their thematic content. A 

Thematic Analysis (TA) workflow was developed based on TA best practices [21] [22] 

augmented by Large Language Model (LLM) capabilities [23] [24]. This LLM-augmented 

analysis procedure consisted of several steps: 

1) Data Familiarization 

a) Read the transcripts. 

b) Highlight compelling extracts. 

c) Take note of early impressions, tensions, contradictions (e.g., using margin 

comments in Microsoft Word). 

2) Initial LLM-Assisted Coding 
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a) 3ÕÂÍÉÔ ÅÁÃÈ ÔÒÁÎÓÃÒÉÐÔ ɉ×ÉÔÈÏÕÔ ÈÕÍÁÎ ÒÅÓÅÁÒÃÈÅÒȭÓ ÎÏÔÅÓɊ ÔÏ ÁÎ ,,- ×ÉÔÈ Á 

prompt instructing it to develop inductive thematic codes to categorize the 

data1. 

b) Cross-ÃÈÅÃË ÃÏÄÅÓ ×ÉÔÈ "ÒÁÕÎ ÁÎÄ #ÌÁÒËÅȭÓ ÓÉØ-phase reflexive TA and De 

0ÁÏÌÉȭÓ ÏÐÅÎ-ended prompts approach [21] [23]. 

c) Merge the output spreadsheets into a single spreadsheet (adjust code IDs). 

3) LLM-Augmented Code Reconciliation 

a) This is a code comparison and synthesis phase to systematically reconcile the 

human annotations (reflective, interpretive, intuitive) with the LLM-generated 

codes (based on semantic/latent meaning). 

b) Instruct an LLM to compare and integrate the human researcher notes with 

the LLM-generated codes in the spreadsheet2. 

c) Manually go through and correct/edit, e.g.: 

i) !ÄÄ ÅØÉÓÔÉÎÇ ÈÕÍÁÎ ÎÏÔÅÓ ÆÒÏÍ ÔÈÅ ÔÒÁÎÓÃÒÉÐÔÓ ÔÏ ÔÈÅ Ȱ2ÅÓÅÁÒÃÈÅÒ 

.ÏÔÅÓȱ ÃÏÌÕÍÎ ÉÆ ÔÈÅ ,,- ÍÉÓÓÅÄ something. 

ii) Double-check and/or replace quotes for more representative or 

illustrative ones. 

iii) (This is partly why step 1 is so important!) 

4) Theme Development with LLM Support 

a) Instruct an LLM to cluster codes into themes3. 

b) Manually go through the themes and evaluate their validity, distinction, 

groundedness in the data, etc. 

c) Adjust (edit/add/remove) themes, subthemes, and code-to-theme mappings 

as deemed appropriate. 

5) Theme Refinement 

a) (Optional) Reorganize themes and clarify boundaries. 

b) Create thematic maps (by hand and/or using LLM suggestions for 

connections). 

6) Writing and Visualization 

a) Draft a structured summary of each theme. 

b) Select compelling quotes from the data to support themes. 

c) Refine thematic map structure (i.e., hierarchical or networked). 

 

This analysis workflow was used to develop preliminary results in section 6.5. 

5.4.5 Exclusion of Teaming Metrics 

The nature of the 3!$!ȭÓ ÃÏÎÃÅÐÔ does not contain a two-way teaming aspect but rather a 
one-way collaboration from the SADA towards the pilot. Metrics focusing on the two-way 
teaming aspect, as discussed in detail in deliverable D2.2 of SafeTEAM, were omitted for the 
analysis of this deliverable. 

 

 
1 The prompt in Appendix C.1 was used with OpenAIôs ñChatGPT o3ò on 2025-06-24. 
2 The prompt in Appendix C.2 was used with OpenAIôs ñChatGPT o3ò on 2025-06-24. 
3 The prompt in Appendix C.3 was used with OpenAIôs ñChatGPT o3ò on 2025-06-25. 
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5.5 Simulation Exercise Overview 

This section outlines the timeline for the conduction of one simulation exercise, structured 
into pre-simulation activities, the simulation exercise itself, and the post-simulation activities 
in Table 11. 
 

Table 11: Simulation Exercise Timetable 

rel. 
Time 

Activity  Details 

15 Arrival and 
Registration 

Welcome participants, confirm attendance, and complete administrative 
paperwork. 

15 Participant 
Orientation 

Brief participants on objectives, simulator setup, and DA functionality. 

 
Scenario 
Randomization 

This part is done using a Matlab Script that randomizes the scenario order, 
ensuring that the learning effects of the pilots during a simulator session is 
randomly distributed to the scenarios and not similar throughout the 
campaign 

15 Block 1: Scenario 1 
(Familiarization) 

Give the pilot a chance to get used to the simulator 

15 Block 2.1: Scenario 
1 

Run Scenario 1, followed by post-scenario questionnaire 

15 Block 2.2: Scenario 
2 

Run Scenario 2, followed by post-scenario questionnaire 

15 Block 2.3: Scenario 
3 

Run Scenario 3, followed by post-scenario questionnaire 

10 Break 10-minute break to reset and refresh. 

15 Block 3.1: Scenario 
4 

Run Scenario 4, followed by post-scenario questionnaire 

15 Block 3.2: Scenario 
5 

Run Scenario 5, followed by post-scenario questionnaire 

15 Block 3.3: Scenario 
6 

Run Scenario 6, followed by post-scenario questionnaire 

5 Post-Session 
Questionnaire 

Conduct the post-session surveys: Trust in Automation, System Usability 
Scale (SUS), and Acceptability Scale. Administer the System Usability 
Scale 

45 Debriefing/Interview 
Session 

Gather qualitative feedback on the DA and participant experiences through 
informal discussions or observational methods, without relying on surveys. 
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Experiment Evaluation 
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6 Results 

The experiments, as defined in Section 5, were performed with five pilots from three different 
airlines. The following subsections present the data retrieved by questionnaires, interviews, 
and from the simulator data. 

6.1 Unstable Approach Prediction Model Results 

This section provides the results of the unstable approach prediction model. Figure 20 
illustrates the 24 outcomes of the unstable approach prediction model for all simulated 
approaches as a histogram in blue. The prediction model yielded results between πȢωτςσ and 
πȢωωςχȢ &ÒÏÍ ÔÈÉÓ ÄÁÔÁȟ ×Å ÆÉÎÄ ÔÈÁÔ ÔÈÅ 3!$! ÐÒÏÖÉÄÅÄ Á Ȱ3ÔÁÂÉÌÉÚÅȱ ÉÎÄÉÃÁÔÉÏÎ Ô×ÉÃÅ ÉÎ 
simulation exercises. 

 
Figure 20: Unstable Approach Prediction Model Results from the Simulation Exercises 

6.2 Flight Data Results 

This section provides the data recorded from the simulator, as introduced in section 5.4.1. 
This includes all trajectories from the simulation exercises, as well as the data necessary to 
assess approach stability as well as go-arounds. First, the relevant parameters are visualized 
and described, and then summarized in Table 12 
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Figure 21 illustrates the two-dimensional trajectories of the approaches flown in the 
simulator exercises as dotted lines. The scenarios five and six, defined in sections 5.2.5 and 
5.2.6, are the ones starting at the most northern and southern positions, anti-parallel to the 
runway direction. The scenarios three and four, defined in sections 5.2.3 and 5.2.4, are the 
ones starting at the north-western and south-western points, respectively. The beginning of 
scenarios one and two, defined in sections 5.2.1 and 5.2.2, is on the final approach fix of the 
northern and southern runway and is covered partly by the trajectories of scenarios three and 
four. The grey cones illustrate an ρπЈ area around the extended runway centerlines of the 
runways at Munich Airport and are part of the radar screen for orientation of the simulation 
operator. One important observation in Figure 21 is the go-around that was flown on runway 
08L. 

In the following, we perform a Flight Data Monitoring (FDM) analysis of the recorded data. 
Therefore, we check if the relevant parameters defining the stability of the approach are 
within the limits defined in section 2.1.4. 
Figure 22 illustrates the target speed deviations on the final approach for all simulated 
approaches. The red box illustrates the region fromυ Ὧὸί to ρπ Ὧὸί around the target 
speed from σὔὓ to πȢυ ὔὓ from the runway threshold. This σὔὓ point is not precisely the 
stabilization gate for each approach. Since the stabilization gate is defined at ρπππ Ὢὸ above 
the airfield, the stabilization gate differs for each approach. Therefore, the horizontal stretch 
of the box only gives a rough indication of where the stabilization gate starts, which is good 
enough for the subsequent evaluation of the approaches. The color coding of the target 
speed trajectories visualizes the stability evaluation of the unstable approach prediction 
model, presented in the previous section 6.1. From the analysis of the simulator data, we find 
seven approaches which are outside the target speed range, defined for a stabilized 
approach. 
 

Figure 21: Trajectories of the Approaches flown in the Research Simulator  
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Figure 22: Target Speed Deviations on Final Approach 

 
Figure 23 illustrates the glideslope and localizer deviations in the final approach from all 
simulation exercises. The red boxes indicate ILS deviations of ρ dots. Similar to the 
visualization of Figure 22, the horizontal stretch simplifies the region of the stabilization gate 
to πȢυὔὓ to the runway threshold. Also, the color coding is the same as Figure 22. The 
localizer deviations are within a stable regime for all approaches except for one. The glide 
slope deviations, especially towards the runway threshold, are outside the domain of stability 
for five approaches, that do not stay within in ρ dot deviation of the glideslope. 



   

 

Page I 48 
 

  

 

 
Figure 23: ILS Deviations on the Final Approach 

 
Figure 24 illustrates the gear and flap settings during the final approach of the simulation 
exercises. Similar to the visualization of Figure 22, the horizontal stretch simplifies the region 
of the stabilization gate to πȢυὔὓ to the runway threshold. Also, the color coding is the same 
as Figure 22. We observe that the gear configuration for all approaches was aligned with the 
stabilization criteria. For the flap configurations, we observe one approach, which extends 
the flaps after the stabilization gate. Additionally, we can observe the go-around, which 
retracts the flaps by one setting. 
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Figure 24: Aircraft Configuration on Final Approach 

 
Table 12 summarizes the data that was recorded in the simulator and evaluated according to 
the stabilization criteria defined in section 2.1.4. From 24 approaches, we find 16 stable 
approaches and eight unstable approaches. Of the eight unstable approaches, seven were 
due to overspeed, combined with glideslope deviations or too late flap configuration. One 
unstable approach only showed a glide slope deviation without any other factors for 
instability. From the eight unstable approaches, one go-around was initiated. 
 

 
Table 12: Flight Data Monitoring Results, Based on Simulator Data 

Stable Unstable Speed Glideslope Configuration Go-around 

16 8 7 5 1 1 

 
Finally, Figure 25 again illustrates the Unstable Approach Prediction Model Outcomes as in 
Figure 20, but color-coded by the FDM analysis outcomes. The red colored part of the 
histogram illustrates the approaches categorized as unstable. The green colored part of the 
histogram illustrates the approaches categorized as stable by the FDM analysis. An important 
observation is the green bar at around 0.95, which is a nuisance alert of the SADA. The figure 
ÁÌÓÏ ÁÌÌÏ×Ó ÔÈÅ ÃÏÍÐÕÔÁÔÉÏÎ ÏÆ ÔÈÅ 3!$!ȭÓ ÐÒÅÃÉÓÉÏÎ ÏÆ ΫΦϻ ÁÎÄ ÒÅÃÁÌÌ ÏÆ ΧΨȢΫϻ ÄÕÒÉÎÇ ÔÈÅ 
simulation exercise. 
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Figure 25: Unstable Approach Prediction Model Outcomes, Color-coded by FDM Outcomes 

 

6.3 Post-Scenario Questionnaire 

This section provides the results of the post-scenario questionnaire, divided by topics into 
subsections. 

6.3.1 Stability Self-Assessment 

Figure 26 ÉÌÌÕÓÔÒÁÔÅÓ ÔÈÅ ÐÉÌÏÔÓȭ ÓÔÁÂÉÌÉÔÙ self-assessment of the approaches flown during the 
simulation exercise as a histogram plot. Additionally, the colored division indicates the scale 
that was defined in the questionnaire. Values from 0.0 to 0.4 indicate unstable approaches. 
Values from 0.6 to 1.0 indicate stable approaches. We left the area from 0.4 to 0.6 as a grey 
zone, as sometimes, even though approaches are categorized as unstable, the parameter 
that violates the stabilization criteria is out of limits only for a short period of time, for 
example, the speed due to a gust. In these cases, even though the approach is nominally 
unstable, many pilots continue the approach, making the case that the parameter violation 
is just short-term and under control. 
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Figure 26: The pilots' stability self-assessment of the 24 approaches flown in the simulator. The x-axis is 

ÓÅÐÁÒÁÔÅÄ ÂÙ ÃÏÌÏÒÓȟ ÁÃÃÏÒÄÉÎÇ ÔÏ ÔÈÅ ÑÕÅÓÔÉÏÎÎÁÉÒÅȭÓ ÄÉÖÉÓÉÏÎ ÏÆ ÓÔÁÂÉÌÉÔÙȢ 

 
4Ï ÅØÁÍÉÎÅ ÔÈÅ ÒÅÌÁÔÉÏÎÓÈÉÐ ÂÅÔ×ÅÅÎ ÐÉÌÏÔÓȭ ÓÕÂÊÅÃÔÉÖÅ ÁÓÓÅÓÓÍÅÎÔ ÏÆ ÁÐÐÒÏÁÃÈ ÓÔÁÂÉÌÉÔÙ and 
the system-generated (machine-learning) assessment, presented in section 6.1, we 
conducted a Pearson correlation analysis. While the SADA HMI was only available live to 
participants in the SADA On condition, its algorithm was applied throughout all simulation 
exercises to assess approach stability for all scenarios, including those in the SADA Off 
condition. This allowed for a consistent, objective reference across conditions, enabling a 
comparison between human and machine evaluations regardless of real-time system 
availability. A positive correlation was hypothesized based on theoretical alignment between 
self-assessed and machine-assessed approach stability. A Pearson correlation (one-tailed) 
showed a small-to-moderate, non-significant positive association, r(24) = 0.26, p = 0.098. 
 
To examine whether the relationship between self-assessed and machine-learning-assessed 
approach stability was moderated by the availability of the SADA tool, we conducted a 
general linear model with self-assessed stability as the dependent variable, machine-
learning-assessed stability as a covariate, SADA availability (two levels: On, Off) as a factor, 
and their interaction as a term in the model. The overall model was not significant, F(3, 22) = 
0.93, p = 0.44, and explained a small proportion of the variance in self-assessed stability 
(adjusted R² = 0.00). There was no significant main effect of SADA availability, F(1, 22) = 
0.01, p = 0.93, nor of machine-assessed stability, F(1, 22) = 0.58, p = 0.45. Importantly, the 
interaction between SADA availability and machine-assessed stability was also not 
significant, F(1, 22) = 0.38, p = 0.54, indicating that the relationship between algorithmic and 
self-assessed stability did not differ as a function of whether the SADA tool was available 
during the approach. 
 
Simple effects analyses showed that the relationship between machine-assessed and self-
assessed stability was not significant in either condition (SADA On: p = 0.46; SADA Off: p = 
0.50), further supporting the absence of a moderating effect. 
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6.3.2 0ÉÌÏÔÓȭ 3ÃÅÎÁÒÉÏ %ÖÁÌÕÁÔÉÏÎ 

Figure 27 ÉÌÌÕÓÔÒÁÔÅÓ ÔÈÅ ÐÉÌÏÔÓȭ ÒÅÓÐÏÎÓÅ ÏÎ ÈÏ× ÏÆÔÅÎ ÔÈÅÙ ÅØÐÅÒÉÅÎÃÅ scenarios as flown in 
the simulation exercise in their real-world operations. The bar plot is color-coded by scenario 
type, summarizing scenarios one and two as standard approaches, scenarios three and four 
as base intercepts, and scenarios five and six as short intercepts. We observe that the short 
intercepts, which were designed to be the most demanding scenarios due to ATC constraints, 
are experienced by all pilots at least from time to time. The frequency of standard approach 
scenarios is not assessed uniformly by pilots, similar to the base intercepts. 

 
Figure 27: Pilots' Perception on the Likelihood of Similar Scenarios Occurring in Real Operation, Color 

Coded by Scenario Type. 

 
A one-tailed Pearson correlation was conducted to test the hypothesis that self-assessed 
stability (analyzed in the previous section) decreases as perceived task difficulty increases. 
The result showed a small-to-moderate negative correlation that was not statistically 
significant, r(15) = ɀ0.24, p = 0.179. While the direction of the association aligned with 
expectations, the result does not provide sufficient evidence to support a reliable relationship 
between these variables in the current limited sample. 
 
Perceived task difficulty was rated by participants following each simulated approach and 
analyzed to determine whether difficulty differed across scenario types. Scenario types were 
grouped into three categories based on intercept geometry and operational complexity: 
Standard (Scenarios 1ɀ2), Base (Scenarios 3ɀ4), and Short (Scenarios 5ɀ6). Given the within-
subjects4 structure of the data and small sample size, a linear mixed-effects model was used 
to account for repeated measures and participant-level variability. 
 

 

 
4 Meaning that all participants completed all scenarios in all conditions, as opposed to a óbetween-subjectsô 

design, where participants are split between conditions. 
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The model included Scenario_Type as a fixed effect and a random intercept for 
Participant_ID. Satterthwaite approximation was applied for degrees of freedom, and Wald 
confidence intervals were computed for fixed-effect estimates. The model was based on 18 
complete observations from 4 participants, each contributing ratings across multiple 
scenario types. 
 
Model fit indices suggested that a substantial portion of the variance in task difficulty was 
attributable to between-subject differences (conditional R² = 0.487), with the fixed effect of 
scenario type explaining a smaller proportion of variance (marginal R² = 0.154). The omnibus 
test for the fixed effect of scenario type was not statistically significant , F(2, 12.3) = 2.52, p 
= 0.121. 
 
Estimated marginal means indicated a descriptive trend toward higher perceived difficulty in 
both the Base (M = 4.36) and Short (M = 4.39) scenario types compared to the Standard 
condition (M = 3.23), although pairwise comparisons did not reach significance (Base vs. 
Standard: p = 0.068; Short vs. Standard: p = 0.086). These trends are mostly consistent with 
scenario design expectations but should be interpreted cautiously given the small sample size 
and wide confidence intervals. 

6.3.3 Mental Workload 

As discussed in Section 5.4.3.1, the participants' subjective workload was assessed using the 

NASA-TLX, which includes six subscales: mental demand, physical demand, temporal 

demand, performance, effort, and frustration. Internal consistency across these items was 

ÈÉÇÈȟ ×ÉÔÈ Á #ÒÏÎÂÁÃÈȭÓ ÁÌÐÈÁ ÏÆ ɻ Ђ ΦȢίΧ, supporting the use of a composite workload score. 

Table 13 presents the means and standard deviations for each subscale and for the overall 

mental workload (MWL) composite score, averaged across all conditions and scenarios. On 

average, participants reported higher levels of effort, mental demand, and temporal 

demand, with lower ratings for physical demand and frustration. The performance item was 

reverse-scored such that higher values indicate greater perceived performance degradation, 

aligning its directionality with the other NASA-TLX subscales. The composite MWL score was 

then calculated as the unweighted mean of all six subscales (Raw TLX). The following section 

presents inferential analyses examining the effects of scenario and digital assistant 

availability on MWL. 

 
Table 13: Means and standard deviations for NASA-TLX subscales and composite MWL score (0ɀ20 scale, 

higher = greater workload). Performance was reverse-scored to align directionality. 

NASA-TLX Item Mean (M) Standard Deviation (SD) #ÒÏÎÂÁÃÈȭÓ ɻ 

Mental Demand 7.50 3.91  
Physical Demand 5.89 4.91  
Temporal Demand 6.78 2.82  
Performance (rev.) 8.06 6.08  
Effort 8.50 4.49  
Frustration 4.11 3.64  

Composite MWL 6.81 3.69 0.91 
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Although the Shapiro-Wilk test indicated a deviation from normality (W = 0.89, p = 0.041), 
visual inspection of Q-Q plots, as well as skewness and kurtosis values, suggested only mild 
non-normality. Given the small sample size and within-subjects structure of the data, a linear 
mixed-effects model was employed to account for repeated measures across participants 
and to allow for greater flexibility in handling distributional assumptions. This approach 
provides a more robust alternative to traditional repeated-measures ANOVA, particularly 
when assumptions of normality or sphericity may be violated. 
 
To examine whether participantsȭ perceived MWL differed across scenario types and SADA 
availability, a linear mixed-effects model was fitted using data from 4 participants, each 
contributing up to six trials, for a total of 24 data points. Six trials were excluded due to 
incomplete MWL constituent item scores (leaving a sample size of 18), resulting in a slightly 
unbalanced dataset. The model included Scenario_Type (three levels: Standard, Base, 
Short) and Assistant_Availability (two levels: On, Off) as fixed effects, with a random 
intercept for Participant_ID to account for repeated measures. Satterthwaite approximation 
was used for degrees of freedom, and Wald confidence intervals were computed for 
parameter estimates. 
 
Model fit indices suggested a good overall fit, with a conditional R2 of 0.855, indicating that 
85.5% of the variance in MWL was accounted for when including both fixed and random 
effects. The marginal R2, representing variance explained by fixed effects alone, was lower at 
0.066. 
 
The omnibus tests for the fixed effects revealed no significant main effect of scenario type 
on MWL, F(2, 9.0) = 1.47, p = 0.281, and no significant main effect of assistant availability, 
F(1, 9.2) = 2.58, p = 0.142. There was also no significant interaction between scenario type 
and assistant availability, F(2, 9.0) = 1.11, p = 0.372. 
 
Estimated marginal means indicated a descriptive trend toward higher MWL ratings in the 
Short scenario type condition (M = 8.09) compared to Base (M = 6.73) and Standard (M = 6.71), 
although this difference was not statistically significant. Unexpectedly, MWL was numerically 
higher when the assistant was active (M = 7.85) compared to when it was off (M = 6.51), 
though again this trend did not reach statistical significance. Notably, the only condition in 
which the assistant slightly reduced MWL was in the Short scenario condition, where MWL 
dropped from 8.21 (Assistant Off) to 7.97 (Assistant On), though this difference was minimal 
and not reliable. 
 
These findings suggest that, in this preliminary sample, neither scenario type nor SADA 
availability significantly affected perceived mental workload. However, descriptive trends 
may inform hypotheses for future analyses with larger samples. 

6.3.4 Situation Awareness 

0ÁÒÔÉÃÉÐÁÎÔÓȭ ÓÉÔÕÁÔÉÏÎ Á×ÁÒÅÎÅÓÓ ɉ3!Ɋ ×ÁÓ ÍÅÁÓÕÒÅÄ ÕÓÉÎÇ ÔÈÅ 3!Ω ÑÕÅÓÔÉÏÎÎÁÉÒÅȟ ÁÓ 
discussed in Section 5.4.3.1. The SA3 includes three subscales corresponding to three 
dimensions of SA: perception, comprehension, and projection. These three dimensions were 
ÓÕÆÆÉÃÉÅÎÔÌÙ ÉÎÔÅÒÎÁÌÌÙ ÃÏÎÓÉÓÔÅÎÔȟ ×ÉÔÈ Á #ÒÏÎÂÁÃÈȭÓ ÁÌÐÈÁ ÏÆ ɻ Ђ ȢήΦȟ ÁÎÄ ÔÈÕÓ ÓÕÉÔÁÂÌÅ ÆÏÒ 
composite representation. Table 14 presents the means and standard deviations for each 
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constituent SA3 scale and the overall composite SA score, averaged across all conditions and 
scenarios. On average, participants reported higher scores for situation comprehension than 
situation perception and future projection. 
 
Table 14: Means and standard deviations for SA3 subscales and composite situation awareness (SA) score 

(scale: 1ɀ11, higher = better SA). Scores are averaged across all conditions and participants. 

SA3 Item Mean (M) Standard Deviation (SD) #ÒÏÎÂÁÃÈȭÓ ɻ 

Perception 8.54 1.82  
Comprehension 9.54 1.02  
Projection 8.54 2.06  

Composite SA 8.88 1.43 .80 

 

Although all SA scores were valid, the distribution of composite SA scores showed a clear 
deviation from normality. The Shapiro-Wilk test was significant, W = 0.77, p < 0.001, and both 
skewness (-1.87) and kurtosis (3.59) values indicated a negatively skewed and peaked 
ÄÉÓÔÒÉÂÕÔÉÏÎȟ ÃÏÎÓÉÓÔÅÎÔ ×ÉÔÈ Á ÃÅÉÌÉÎÇ ÅÆÆÅÃÔ ÉÎ ÐÁÒÔÉÃÉÐÁÎÔÓȭ ÒÅÓÐÏÎÓÅÓȢ 6ÉÓÕÁÌ ÉÎÓÐÅÃÔÉÏÎ ÏÆ 
the histogram and Q-Q plot supported this conclusion, showing clustering at the high end of 
the scale and systematic deviation from normality. Given the repeated-measures structure 
of the data and the robustness of linear mixed-effects models to violations of normality 
assumptionsɂand the exploratory nature of this early-stage datasetɂwe proceeded with 
this approach for the inferential analysis of the SA scores. 
 
4Ï ÅØÁÍÉÎÅ ×ÈÅÔÈÅÒ ÐÁÒÔÉÃÉÐÁÎÔÓȭ ÐÅÒÃÅÉÖÅÄ 3! ÄÉÆÆÅÒÅÄ ÁÃÒÏÓÓ ÓÃÅÎÁÒÉÏ ÔÙÐÅÓ ÁÎÄ 3!$! 
availability, a linear mixed-effects model was fitted using data from 4 participants, each of 
whom completed six trials (one for each combination of scenario type and assistant 
availability), resulting in a total of 24 observations. The model included Scenario_Type (three 
levels: Standard, Base, Short) and Assistant_Availability (two levels: On, Off) as fixed 
effects, and a random intercept for Participant_ID to account for repeated measures. 
Satterthwaite approximation was used for degrees of freedom, and Wald confidence 
intervals were computed for parameter estimates. 
 
Model fit indices suggested a moderate-to-strong model fit, with a conditional R2 of 0.422, 
indicating that 42.2% of the variance in SA was explained by both fixed and random effects. 
The marginal R2, representing variance explained by fixed effects alone, was 0.263. 
 
The omnibus tests for the fixed effects revealed a significant main effect of assistant 
availability, F(1, 15.0) = 7.85, p = 0.013, indicating that SA ratings were significantly higher 
when the assistant was available. There was no significant main effect of scenario type, F(2, 
15.0) = 0.82, p = 0.458, and no significant interaction between scenario type and assistant 
availability, F(2, 15.0) = 0.48, p = 0.626. 
 
Estimated marginal means showed that participants reported higher SA when the assistant 
was active (M = 9.56, SE = 0.46) compared to when it was not (M = 8.19, SE = 0.46). Descriptive 
differences between scenario types were minimal and non-significant: Standard (M = 8.96), 
Base (M = 8.46), and Short (M = 9.21). Assistant-related increases in SA were observed 
consistently across all scenario types, with the largest difference in the Standard condition 
(Assistant Off: M = 8.00; Assistant On: M = 9.92). 
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These preliminary results suggest that, unlike for MWL, the availability of the SADA had a 
ÓÔÁÔÉÓÔÉÃÁÌÌÙ ÓÉÇÎÉÆÉÃÁÎÔ ÁÎÄ ÐÏÓÉÔÉÖÅ ÅÆÆÅÃÔ ÏÎ ÐÁÒÔÉÃÉÐÁÎÔÓȭ ÐÅÒÃÅÉÖÅÄ ÓÉÔÕÁÔÉÏÎ Á×ÁÒÅÎÅÓÓȟ 
regardless of scenario type. 

6.4 Post-Session Questionnaire 

The post-session questionnaire included the System Usability Scale (SUS), described in 
Section 5.4.3.2, to assess overall usability of the SADA system following the simulation 
exercise. Responses were collected after participants had completed all six scenario runs and 
associated post-ÒÕÎ ÑÕÅÓÔÉÏÎÎÁÉÒÅÓȢ /ÎÅ ÐÉÌÏÔȭÓ ÒÅÓÐÏÎÓÅ ×ÁÓ ÎÏÔ ÉÎÃÌÕÄÅÄ ÄÕÅ ÔÏ ÁÎ 
incomplete submission. 
 
Table 15 contains the individual SUS scores, which are 65, 77.5, and 85, yielding a mean score 
ÏÆ έΫȢήȢ 4ÈÉÓ ÐÌÁÃÅÓ ÔÈÅ ÓÙÓÔÅÍ ×ÉÔÈÉÎ ÔÈÅ ȰÇÏÏÄȱ ÕÓÁÂÉÌÉÔÙ ÒÁÎÇÅȟ ÏÆÔÅÎ ÁÓÓÏÃÉÁÔÅÄ ×ÉÔÈ Á Ȱ"ȱ 
letter grade in standardized SUS benchmarks. Figure 28 visualizes these results. 
 
Qualitative perceptions of usability, effectiveness, and system limitations are further 
explored in Section 6.5, which presents a thematic analysis of post-session debrief interviews. 
 

Table 15: System Usability Scale Results 

SUS Result 1 SUS Result 2 SUS Result 3 SUS Result (Mean) 

65 77.5 85 75.8 
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Figure 28: Visualization of the system usability scale questionnaire results as dot plots. To visualize 

multiple similar results, results of the same magnitude are spread horizontally. 

6.5 Interview thematic findings 

This section reports the qualitative findings from the interview data, analyzed as described in 
section 5.4.4. 
 
Five interlocking themes capture participant ÐÉÌÏÔÓȭ ÅØÐÅÃÔÁÔÉÏÎÓ ÁÎÄ experiences: (A) 
Interface & Alert Design, (B) Guidance Specificity & Model Transparency, (C) Cognitive Load 
& Crew Resilience, (D) Timing & Predictive Windows, and (E) Operational Context & Learning 
Ecosystem. Together, they illustrate how participants evaluated the SADA for its relevance, 
usability, and effects on cockpit operations. In the following subsections, we describe each 
theme in turn and conclude the section with a brief synthesis. 

6.5.1 Theme A: Interface and alert design 

Participants judged the Human-Machine Interface (HMI) of the Stabilized Approach Assistant 
in part by how clearly it caught the eye in the PFD. Comments converged on three intertwined 
design cues; placement, color-coding, and visual salience, all of which shaped their 
×ÉÌÌÉÎÇÎÅÓÓ ÔÏ ÎÏÔÉÃÅȟ ÉÎÔÅÒÐÒÅÔȟ ÁÎÄ ÕÌÔÉÍÁÔÅÌÙ ÁÃÔ ÏÎ ÔÈÅ ÓÙÓÔÅÍȭÓ ÍÅÓÓÁÇÅÓȢ 



   

 

Page I 58 
 

  

 

¶ Placement aligned with cockpit scanning habits. Participants praised the current 
ÐÏÓÉÔÉÏÎ ȰÉÎ ÔÈÅ ÃÅÎÔÅÒ ÏÆ ÔÈÅ &-!ȱ ɉ0ΧɊȟ ÃÁÌÌÉÎÇ ÉÔ ȰÁ ÖÅÒÙ ÐÒÏÍÉÎÅÎÔ ÐÌÁÃÅ ÉÎ ÔÈÅ 0&$ȱ 
(P1) and therefore easy to pick up in the normal instrument scan. The location was 
recognized as prime real estate that avoids head-down time while remaining inside 
ÔÈÅ ÃÒÅ×ȭÓ ÆÏÃÁÌ ÁÒÅÁȢ 

¶ Color gives instant meaning; if mapped consistently. The red/yellow coding 
matched long-ÅÓÔÁÂÌÉÓÈÅÄ ÁÌÅÒÔ ÈÉÅÒÁÒÃÈÉÅÓȡ Ȱ)Ô ÓÈÏÕÌÄ ÂÅ ÒÅÄ ÆÏÒ ÕÎÓÔÁÂÌÅ ÁÎÄ ÙÅÌÌÏ× 
ÆÏÒ Á ÓÉÔÕÁÔÉÏÎ ×ÈÅÒÅ ÙÏÕ ÃÁÎ ÓÔÉÌÌ ÂÅ ÓÔÁÂÌÅ ÁÔ ÔÈÅ Χ ΦΦΦ ÆÔ ÇÁÔÅȱ ɉ0ΧɊȢ 0ÉÌÏÔÓ ÅÍÐÈÁÓÉÚÅÄ 
that sticking to these conventions prevents misinterpretation and unnecessary 
startle. However, pÉÌÏÔÓ ÁÌÓÏ ÖÁÌÕÅÄ ÔÈÅ ÉÄÅÁ ÏÆ Á ȰÔÒÁÆÆÉÃ-ÌÉÇÈÔȱ ɉ0ΧɊ ÐÒÅÄÉÃÔÏÒ ÁÔ 
localizer interceptɂgreen (stable), yellow (warning; take action), red (alert; go 
around)ɂto increase go-around readiness. 

¶ Make the cue hard to miss, but not distracting. Several suggestions targeted 
greater salience without adding clutter. One participant (P1) asked for the relevant 
ÄÁÔÁ ÆÉÅÌÄ ÔÏ ȰÂÌÉÎËȱ ×ÈÅÎ ÉÔ ÍÁÔÔÅÒÅÄȟ ÁÒÇÕÉÎÇ ÔÈÁÔ Á ÍÏÍÅÎÔÁÒÙ ÆÌÁÓÈ ÄÒÁ×Ó ÔÈÅ ÅÙÅ 
faster than a static text block. Another compared the coÎÃÅÐÔ ÔÏ !ÉÒÂÕÓȭ 2/7Ⱦ2/0 
runway-distance lineɂȰÁ ÌÉÎÅ ÏÎ ÙÏÕÒ ÒÕÎ×ÁÙȢȢȢ ÓÈÏ×Ó ÙÏÕ ×ÈÅÒÅ ÙÏÕ ÃÁÎ ÓÔÏÐ ×ÉÔÈ 
ÍÁØÉÍÕÍ ÂÒÁËÉÎÇȱ ɉ0ΨɊɂas an example of a succinct visual overlay that conveys 
urgency without words. 

Taken together, these observations underline a simple principle: an advisory is only as 
ÅÆÆÅÃÔÉÖÅ ÁÓ ÉÔÓ ÐÅÒÃÅÐÔÕÁÌ ÆÏÏÔÐÒÉÎÔȢ "Ù ÁÎÃÈÏÒÉÎÇ ÔÈÅ ÁÌÅÒÔ ÉÎ ÔÈÅ ÃÒÅ×ȭÓ ÎÁÔÕÒÁÌ ÓÃÁÎȟ ÃÏÄÉÎÇ 
it with universally recognized colors, and adding just-enough motion or graphical context, 
ÄÅÓÉÇÎÅÒÓ ÃÁÎ ÅÎÓÕÒÅ ÔÈÅ 3ÔÁÂÉÌÉÚÅÄ !ÐÐÒÏÁÃÈ !ÓÓÉÓÔÁÎÔ ÅÁÒÎÓ ÐÉÌÏÔÓȭ ÁÔÔÅÎÔÉÏÎ ×ÉÔÈÏÕÔ 
monopolizing it ɀ a prerequisite for any further guidance the system may offer in later 
themes. 

6.5.2 Theme B: Guidance specificity and model transparency 

Once an alert had ÃÁÕÇÈÔ ÔÈÅÉÒ ÅÙÅȟ ÐÉÌÏÔÓ ÊÕÄÇÅÄ ÉÔÓ ×ÏÒÔÈ ÂÙ Ô×Ï ÙÁÒÄÓÔÉÃËÓȡ Ȱ$ÏÅÓ ÉÔ ÔÅÌÌ ÍÅ 

×ÈÁÔ ÔÏ ÆÉØȩȱ ÁÎÄ Ȱ#ÁÎ ) ÔÒÕÓÔ ÔÈÅ ÌÏÇÉÃ ÂÅÈÉÎÄ ÔÈÁÔ ÁÄÖÉÃÅȩȱ 4ÈÅÉÒ ÁÎÓ×ÅÒÓ ÃÒÙÓÔÁÌÌÉÚÅÄ ÉÎÔÏ 

two closely coupled subthemes. 

 
Subtheme B.1 Parameter-Specific Guidance: 4ÈÅ ÇÅÎÅÒÉÃ ȰÓÔÁÂÉÌÉÚÅȱ ÃÕÅ ×ÁÓ ÊÕÄÇÅÄ Á ÂÌÕÎÔ 
instrument. Pilots asked for a pinpoint nudge toward the offending parameter so they could 
ÁÃÔ ×ÉÔÈÏÕÔ ÈÕÎÔÉÎÇ ÆÏÒ ÔÈÅ ÐÒÏÂÌÅÍȡ Ȱ)Æ ÉÔ ÓÁÙÓ ÁÍÂÅÒ ȬÓÔÁÂÉÌÉÚÅȟǰ) ×ÏÕÌÄ ÁÌÓÏ ÂÅ ÈÁÐÐÙ ÉÆ ) ÇÅÔ 
a parameter which hÁÓ ÔÏ ÂÅ ÓÔÁÂÉÌÉÚÅÄ ȢȢȢ ÓÐÅÅÄȟ ÇÌÉÄÅÓÌÏÐÅȟ ÅÎÅÒÇÙȱ ɉ0ΧɊȢ $ÒÁ×ÉÎÇ Á ÓËÉÉÎÇ 
analogy, P2 wanted a one-ÐÏÉÎÔ ÃÏÁÃÈÉÎÇ ÑÕÅȡ Ȱ)Æ ɍÔÈÅ ÁÓÓÉÓÔÁÎÔɎ ÈÁÄ ÓÁÉÄȟ ȬÃÏÎÃÅÎÔÒÁÔÅ ÏÎ 
your pitch, that would have been betterȱ ǰȢ The same participant likewise saw most benefit 
ȰÉÆ ÉÔȭÓ ÐÏÓÓÉÂÌÅ ȢȢȢ ÔÏ ÆÏÃÕÓ ÏÎ ÔÈÅ ÏÎÅ ÖÁÒÉÁÂÌÅ ÔÈÁÔ ÔÈÅ ÕÓÅÒ ÈÁÓ ÔÒÏÕÂÌÅ ×ÉÔÈȟ ÏÒ ÔÈÅ ÏÎÅ ɍ×ÉÔÈ 
ÔÈÅɎ ÂÉÇÇÅÓÔ ÖÁÒÉÁÎÃÅȱ ɉ0ΨɊȢ 3ÐÅÅÄ ×ÁÓ ÓÉÎÇÌÅÄ ÏÕÔ ÁÓ ÔÈÅ ÐÒÉÍÅ ÃÕÌÐÒÉÔȡ Ȱ) ÔÈÉÎË ÙÏÕ ÈÁÖÅ ÙÏÕÒ 
ÓÏÌÕÔÉÏÎȢ )ÔȭÓ ÔÈÅ ÓÐÅÅÄȱ ɉ0ΨɊȢ 
Participants noted that in single-pilot or high- workload situations this specificity becomes 
indispensableȠ ×ÉÔÈÏÕÔ ÉÔȟ ȰÙÏÕ ÎÅÅÄ ÔÈÒÅÅ ÍÏÒÅ ÓÅÃÏÎÄÓ ÔÏ ÒÅÁÌÉÚÅ ×ÈÉÃÈ ÐÁÒÁÍÅÔÅÒ ÉÓ ÍÅÁÎÔȱ 
(P1). Suggestions for improvement ranged from blinking the speed window or glideslope 
ÓÃÁÌÅ ÔÏ Á ÂÒÉÅÆ ÁÄÖÉÓÏÒÙ ÌÉÎÅ ɉȰÁÉÒÓÐÅÅÄ ÈÉÇÈ ɀ ÕÓÅ ÄÒÁÇȱɊȢ 3ÕÃÈ ÃÕÅÓȟ ÐÉÌÏÔÓ ÁÒÇÕÅÄȟ ÍÉÒror the 
verbal shorthand a human PM would employ and shorten the path from detection to 
correction. 
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Subtheme B.2 Transparency and Reliability: Even pinpoint advice falls flat if its rationale is 
opaque or its timing unhelpful. Participants therefore probed how the model worked, what 
data it used, and when it spoke up. 

¶ Physics-based, energy-aware logic. Pilots doubted a back-box classifier could out-
perform a forward physics calculation. P1 argued that if you used a model aware of 
ÓÈÏÒÔÃÕÔÓȟ ×ÉÎÄȟ ÁÎÄ ×ÅÉÇÈÔ ÔÏ ÐÒÏÄÕÃÅ Ȱthis drag calculation, if you do this in real 
ÔÉÍÅȟ ÔÈÅÎ ÙÏÕ ÈÁÖÅ Á ÇÏÏÄ ÐÒÅÄÉÃÔÉÖÅ ÔÏÏÌȱ ɉ0ΧɊȢ 

¶ Data input  and openness. Participants pointed out that uplinked wind profiles are 
ÁÌÒÅÁÄÙ ÁÖÁÉÌÁÂÌÅ ÁÎÄ ÃÏÕÌÄ ÆÅÅÄ ÔÈÅ ÐÒÅÄÉÃÔÉÏÎȡ ȰɍÉÔȭÓ ÐÏÓÓÉÂÌÅɎ ÔÏ ÈÁÖÅ ÁÎ ÁÐÐÒÏÁÃÈ 
×ÉÎÄ ×ÉÔÈ ÈÅÁÄ ÁÎÄ ÔÁÉÌ ×ÉÎÄȢ ) ÁÌÒÅÁÄÙ ÈÁÖÅ ÉÔ ÏÎ ÔÈÅ !&"ȱ ɉ0ΧɊȢ 

¶ Right horizon, advisory tone. A four-mile cue was too short to act upon; P2 preferred 
ÓÉØ ÎÁÕÔÉÃÁÌ ÍÉÌÅÓ ÓÏ ÔÈÁÔ ȱÙÏÕ ÈÁÖÅ Χ ΦΦΦ ÆÔ ÔÏ ÃÈÁÎÇÅ ÓÏÍÅÔÈÉÎÇȱ ɉ0ΨɊȢ 'ÉÖÅÎ ÔÈÅ 
existing 1 000-ft stabilization gate, participants stressed the alert should remain 
ÁÄÖÉÓÏÒÙȟ ÎÏÔ Á ÃÏÍÍÁÎÄȡ Ȱ&ÏÒ ÍÅ, it would make more sense to have an advisory, 
ÂÅÃÁÕÓÅ ×Å ÁÌÒÅÁÄÙ ÈÁÖÅ ÔÈÉÓ Χ ΦΦΦ ÆÔȱ ɉ0ΨɊȢ 

Together, these insights frame a clear development target ɀ an assistant that surfaces 
parameter-level cues grounded in a transparent, energy-based prediction, delivered early 
enough to be useful and framed as an advisory partner rather than a strict alarm. 

6.5.3 Theme C: Cognitive load and crew resilience 

Pilots repeatedly linked the value of the assistant to moments of high workload. During busy 
intercepts or hand-flown segments, even a well-placed alert can be lost if it is vague or forces 
additional mental search. Conversely, guidance that pinpoints one salient variable can free 
scarce cognitive bandwidth and bolster crew resilience. 

¶ Workload-sensitive comprehension. When several tasks convergeɂȱÇÌÉÄÅÓÌÏÐÅ 
ÃÁÐÔÕÒÅȟ ÆÌÁÐÓȟ ÏÖÅÒÓÈÏÏÔȟ ÈÉÇÈ ÅÎÅÒÇÙ ÁÓ ×ÅÌÌȦȱɂÁ ÇÅÎÅÒÉÃ ȰÓÔÁÂÉÌÉÚÅȱ ÃÕÅ ÃÏÓÔÓ ÔÉÍÅȡ 
ȰYou need three more seconds to realize ×ÈÉÃÈ ÐÁÒÁÍÅÔÅÒ ÉÓ ÍÅÁÎÔȱ ɉ0ΧɊȢ 4ÈÏÓÅ 
ÓÅÃÏÎÄÓ ÍÁÔÔÅÒȟ ÅÓÐÅÃÉÁÌÌÙ ÉÆ Á ÌÁÔÅ ȰÎÕÉÓÁÎÃÅȱ ÁÌÅÒÔ ÔÕÒÎÓ ÉÎÔÏ Á ÓÃÁÖÅÎÇÅÒ ÈÕÎÔȡ Ȱ9ÏÕ 
try to check your parameters and you don't find a parameter and it might lead to 
ÅØÃÅÅÄÉÎÇ ÁÎÏÔÈÅÒ ÐÁÒÁÍÅÔÅÒȱ ɉ0ΧɊȢ 

¶ Digital backup when the human PM is busy. One pilot welcomed an assistant that 
ȰÔÅÌÌÓ ÍÅ ×ÈÅÔÈÅÒ ×ÉÔÈ ÔÈÁÔ ÅÎÅÒÇÙ ÌÅÖÅÌ )΄Í ÓÔÉÌÌ ÁÂÌÅ ÔÏ ÃÏÎÔÉÎÕÅ ÔÈÅ ÁÐÐÒÏÁÃÈȱ ɉ0ΧɊ 
when the pilot-monitoring (PM) is heads-down with weather or ATC calls, stressing 
the need for an extra but unobtrusive set of eyes. 

¶ Cognitive limits and targeted coaching. Following the skiing metaphor, you can only 
ÁÄÊÕÓÔ ÏÎÅ ÖÁÒÉÁÂÌÅ ÁÔ Á ÔÉÍÅȡ ȰȢȢȢ ÂÅÃÁÕÓÅ ÙÏÕ ÃÁÎ΄Ô ÃÏÎÃÅÎÔÒÁÔÅ ÏÎ ΧΦ ÁÔ ÔÈÅ ÓÁÍÅ ÔÉÍÅ 
anyway. So, you have one variable, and that you can change. And this would be the 
ÓÁÍÅ ÈÅÒÅȱ ɉ0ΨɊȢ 4ÈÉÓ ÓÅÌÆ-Á×ÁÒÅÎÅÓÓ ÏÆ ÒÅÃÕÒÒÉÎÇ ×ÅÁË ÓÐÏÔÓ ɉȰ) ËÎÏ× ÔÈÁÔ ) ÈÁÖÅ Á 
ÐÒÏÂÌÅÍ ×ÉÔÈ ÔÈÅ ÐÉÔÃÈȱ ɉ0ΨɊɊ ÕÎÄÅÒÌÉÎÅÓ ÔÈÅ ÁÐÐÅÔÉÔÅ ÆÏÒ ÃÏÎÃÉÓÅȟ ÐÅÒÓÏÎÁÌÉÚÅÄ ÃÕÅÓ 
rather than a scatter of marginal metrics. 

A clear cross-theme link emerges here with B.1 Parameter-Specific Guidance: reducing the 
alert to speed high or pitch down not only speeds up corrective action but pre-empts cognitive 
overload. Vague or multiplex warnings, by contrast, risk compounding stress precisely when 
ÔÈÅ ÐÉÌÏÔȭÓ ×ÏÒËÉÎÇ ÍÅÍÏÒÙ ÉÓ ÔÁxed. 
 
In short, resilience under pressure hinges on keeping guidance specific and timing it so that it 
spares, rather than spends, a precious crew resource ɀ attention. 
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6.5.4 Theme D: Timing and predictive windows 

Beyond what the assistant says, pilots care keenly about when it speaks up. They framed the 
ÔÏÏÌȭÓ ÕÓÅÆÕÌÎÅÓÓ ÁÓ Á ÒÁÃÅ ÁÇÁÉÎÓÔ ÐÈÙÓÉÃÓ ÁÎÄ ÐÒÏÃÅÄÕÒÅÓȡ ÁÎ ÁÌÅÒÔ ÔÏÏ ÃÌÏÓÅ ÔÏ ÔÏÕÃÈÄÏ×Î ÉÓ 
ȰÊÕÓÔ ÐÒÅÐÁÒÁÔÉÏÎ ÆÏÒ ɍÁɎ ÇÏ-around" (P1), whereas a timely cue still leaves altitude and 
distance to act. Two subthemes capture that temporal calculus. 
 
Subtheme D.1 Prediction Horizon and Actionability: The current triggerɂ4 NM / 1 000 ftɂ
was judged too late already to salvage energy-ÈÅÁÖÙ ÁÐÐÒÏÁÃÈÅÓȡ Ȱ7ÈÁÔ ÔÈÅ ÐÒÅÄÉÃÔÉÏÎ ÉÓ 
right now is more like a preparation for go-around. If you're not stabilized at 4 miles, it's, 
ÙÅÁÈȱ ɉ0ΧɊȢ 0Ψ ÅÃÈÏÅÄ ÔÈÉÓȟ ÁÒÇÕÉÎÇ for a 6-.- ×ÉÎÄÏ×ȡ Ȱ3ÉØ ÍÉÌÅÓȟ ) ×ÏÕÌÄ ÓÁÙȢ 3Ï, you have 
Χ ΦΦΦ ÆÔ ÔÏ ÃÈÁÎÇÅ ÓÏÍÅÔÈÉÎÇȱ ɉ0ΨɊȢ 0ÁÒÔÉÃÉÐÁÎÔÓ ÓÁ× ÖÁÌÕÅ ÉÎ ÍÁÔÃÈÉÎÇ !ÉÒÂÕÓ 2/7Ⱦ2/0Ó 
logic; a hard-stop warning at 500 ft when elevator authority and ground-speed protections 
ÌÉÍÉÔ ÆÕÒÔÈÅÒ ÃÏÒÒÅÃÔÉÏÎÓȡ Ȱ3Ï ÉÆ ÙÏÕ ÁÒÅ ÎÏÔ ÓÔÁÂÌÅ ÉÎ ΫΦΦ ÆÔȟ ÔÈÅÙ ÓÁÙȟ ȬÏËÁÙȟ ÔÈÉÓ ÉÓ ÔÈÅ ÌÁÓÔ ÌÉÎÅȟǰ 
ÂÅÃÁÕÓÅ ÔÈÅÙ ÄÏÎ΄Ô ÔÈÉÎË ÔÈÁÔ ÙÏÕ ÃÁÎ ÍÁËÅ ÔÈÉÓ ÓÉÔÕÁÔÉÏÎ ÍÕÃÈ ÂÅÔÔÅÒ ÁÆÔÅÒ ΫΦΦ ÆÔȱ ɉ0ΨɊȢ 
Taken together, pilots proposed a tiered timeline: an early advisory at ~6 NM to prompt drag 
or configuration changes, followed (if needed) by a non-negotiable go-around trigger near 1 
000 ft. 
 
Subtheme D.2 Nuisance Alerts and Trust Erosion: When the cue arrives late, or triggers 
despite operational constraints, it not only fails to help ɀ it can erode confidence. 

¶ Nuisance effect under load. P1 described scanning for a fault after an amber 
ȰÓÔÁÂÉÌÉÚÅȱ ÃÕÅ ÁÎÄ ÆÉÎÄÉÎÇ ÎÏÎÅȡ Ȱ)Æ ÙÏÕ ÁÒÅ ÉÎ Á ÓÉÔÕÁÔÉÏÎ ×ÈÅÒÅ ÙÏÕ ÈÁÖÅ Á ÌÏÔ ÏÆ 
things going on at the same time and you get a nuisance stabilize indication, that 
would be probably the worst case. Then you try to check your parameters, and you 
ÄÏÎ΄Ô ÆÉÎÄ Á ÐÁÒÁÍÅÔÅÒ ÁÎÄ ÉÔ ÍÉÇÈÔ ÌÅÁÄ ÔÏ ÅØÃÅÅÄÉÎÇ ÁÎÏÔÈÅÒ ÐÁÒÁÍÅÔÅÒȱ ɉ0ΧɊȢ 

¶ False hope and risk-taking.  ! ÌÁÔÅ ÓÔÁÂÉÌÉÚÅ ÃÁÌÌ ÃÁÎ ȰÔÒÉÇÇÅÒ ÙÏÕ ÌÉËÅ Ȭ) ÃÁÎ ÓÔÉÌÌ ÍÁËÅ 
ÉÔǰȱ ɉ0ΧɊȟ ÅÎÃÏÕÒÁÇÉÎÇ ÆÕÔÉÌÅ ÔÉÎËÅÒÉÎÇ ÉÎÓÔÅÁÄ ÏÆ ÁÎ ÅÁÒÌÉÅÒ ÇÏ-around decision. 

¶ Physical limits. Below 500 ft the flight-control system gradually restricts elevator 
authority, making large pitch-or-ÓÐÅÅÄ ÃÏÒÒÅÃÔÉÏÎÓ ÉÍÐÏÓÓÉÂÌÅȡ ȰÙÏÕ ÏÎÌÙ ÈÁÖÅ Á ÓÈÏÒÔ 
ÔÉÍÅȱ ɉ0ΨɊȢ 

¶ Procedural limits. Controllers often clear jets to hold 170 kt until 4 NM, an ATC 
practice airline ÁÃÃÅÐÔ ÉÎ ÔÈÅÉÒ ÍÁÎÕÁÌÓȠ ÁÎÙ ÁÌÅÒÔ ÍÕÓÔ ÒÅÃÏÇÎÉÚÅ ÔÈÁÔ ȰÌÁÔÅÒ 
stabilization in airspeed may only be acceptable for !4# ÐÒÏÃÅÄÕÒÅÓ ÏÒ ÉÎÓÔÒÕÃÔÉÏÎÓȱ 
(P2). 

When prediction timing and operational reality diverge, crews start to ignore the systemɂor 
worse, fight it. Conversely, calibrating the horizon to give real maneuvering margin 
(Subtheme D.1) directly reduces these nuisance triggers, reinforcing the trust loop 
highlighted in the second theme (section 6.5.2). In sum, time is the currency of action: give 
pilots enough of it, and the assistant becomes a valued teammate; squander it, and the 
message turns into noise. 

6.5.5 Theme E: Operational context and learning ecosystem 

This theme shifts the lens from the interface itself to the broader operational and learning 
environment in which the Stabilized Approach Assistant would exist. Participants stressed 
that a prediction tool can only succeed if it respects the real-world constraints that generate 
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unstable approaches and (equally importantly) if its outputs are recycled into personal and 
organizational learning loops. Two subthemes emerged: 
 
Subtheme E.1 External Operational Pressures: Pilots identified a recurring set of factors 
outside the cockpit that routinely load the aircraft with excess energy before the 1000 ft gate: 

¶ Eco-flying incentives. In the name of fuel burn and noise, crews may delay flap or gear: 
Ȱ)Î ÔÅÒÍÓ ÏÆ ÓÕÓÔÁÉÎÁÂÉÌÉÔÙȟ ÙÏÕ ÔÒÙ ÔÏ ÓÅÔ ÁÓ ÌÅÓÓ ÆÌÁÐÓ ÁÓ ÐÏÓÓÉÂÌÅ ×ÉÔÈ ÔÈÅ ÇÌÉÄÅÓÌÏÐÅ ȢȢȢ 
×ÈÉÃÈ ÍÉÇÈÔ ÌÅÁÄ ÕÐ ÉÎ Á ÈÉÇÈ ÅÎÅÒÇÙ ÓÔÁÔÅ ÏÆ Χ ΦΦΦ ÆÔȱ ɉ0ΧɊȢ 

¶ Controller-imposed speeds. Pilots described occasions when ATC asked them to 
ȱËÅÅÐ ΧέΦ ËÔ ÕÎÔÉÌ ÆÏÕÒ ÍÉÌÅÓȟȱ ÌÅÁÖÉÎÇ ÔÏÏ ÌÉÔÔÌÅ ÁÌÔÉÔÕÄÅ ÔÏ ÄÅÃÅÌÅÒÁÔÅ ÂÅÆÏÒÅ ÔÈÅ ΧΦΦΦ-
ÆÔ ÓÔÁÂÉÌÉÚÁÔÉÏÎ ÇÁÔÅȢ !Ó 0Ψ ÎÏÔÅÄ ×ÈÅÎ ÒÅÃÁÌÌÉÎÇ Á ÌÉÖÅ ÏÐÅÒÁÔÉÏÎÁÌ ÅÖÅÎÔȡ Ȱ9ÏÕ ÃÁÎȟ 
but of course we have to be stabilized at 1 000 ft. So [the co-ÐÉÌÏÔɎ ÓÁÉÄ ÔÏ ÍÅȟ Ȭ×Å ÃÁÎ΄Ô 
ÄÏ ÉÔǰȱ ɉ0ΨɊȢ (Å ÌÁÔÅÒ ÐÏÉÎÔÅÄ ÔÏ ÔÈÅ ÁÉÒÌÉÎÅȭÓ /ÐÅÒÁÔÉÏÎÓ -ÁÎÕÁÌȟ ÏÂÓÅÒÖÉÎÇ ÔÈÁÔ ȰÁ ÌÁÔÅÒ 
stabilization in airspeed may only be acceptable [if mandated by] ATC procedures or 
ÉÎÓÔÒÕÃÔÉÏÎÓȱ ɉ0ΨɊȟ ÉÌÌÕÓÔÒÁÔÉÎÇ ÈÏ× ÃÒÅ×Ó ×ÅÉÇÈ ÅØÔÅÒÎÁÌ ÄÅÍÁÎÄÓ ÁÇÁÉÎÓÔ ÔÈÅÉÒ Ï×Î 
ÓÁÆÅÔÙ 3/0ÓȢ 0Χ ÅÃÈÏÅÄ ÔÈÅ ÐÒÁÃÔÉÃÁÌ ÅÆÆÅÃÔÓ ÏÆ ÓÕÃÈ ÃÌÅÁÒÁÎÃÅÓȡ Ȱ&ÒÏÍ ɍÁÎɎ 
operational perspective, often you get shortcuts with less track miles and that's why 
yoÕ΄ÒÅ ÉÎÔÅÒÃÅÐÔÉÎÇ ÙÏÕÒ ÌÏÃÁÌÉÚÅÒ ×ÉÔÈ ÈÉÇÈ ÅÎÅÒÇÙȟ ÆÏÒ ÅØÁÍÐÌÅȱ ɉ0ΧɊȢ 

These excerpts reinforce the idea that externally imposed speed or track-mile constraints are 
Á ÒÏÕÔÉÎÅȟ ÓÙÓÔÅÍÉÃ ÓÏÕÒÃÅ ÏÆ ȰÅØÔÒÁ ÅÎÅÒÇÙȱ ÏÎ ÆÉÎÁÌȟ ÁÎÄ ÔÈÅÒÅÆÏÒÅ Á ÐÒÉÍÅ ÔÁÒÇÅÔ ÆÏÒ ÁÎÙ 
predictive guidance or post-flight learning the Stabilized Approach Assistant aims to deliver. 
 
Subtheme E.2 Post-flight Analytics and Evidence-Based Training: Beyond the heat of the 
approach itself, pilots framed the Stabilized Approach Assistant as a post-flight tutor; a source 
of replay data that can transform one unstable episode into actionable practice goals for the 
next. Pilots saw their greatest long-term value in replaying the Stabilized Approach 
!ÓÓÉÓÔÁÎÔȭÓ ÄÁÔÁ ÁÆÔÅÒ Á ÆÌÉÇÈÔ ÔÏ ÉÓÏÌÁÔÅ ÔÈÅ ÓÐÅÃÉÆÉÃ ȰÂÁÒÓȱ ÔÈÅÙ should practice before the next 
ȰÐÅÒÆÏÒÍÁÎÃÅȢȱ 4ÈÉÓ ÔÁÒÇÅÔÅÄ ÆÅÅÄÂÁÃË ÔÕÒÎÓ Á ÓÉngle unstable approach into evidence-based 
training material. P2 compared the desired feedback to an instrumental-music coach who 
ÉÎÔÅÒÖÅÎÅÓ ×ÅÌÌ ÂÅÆÏÒÅ ÔÈÅ ÆÉÎÁÌ ÐÅÒÆÏÒÍÁÎÃÅȡ Ȱ)ÔȭÓ ÌÉËÅ ÙÏÕ ÈÁÖÅ ȢȢȢ Á ÃÏÎÃÅÒÔ ȢȢȢ ÏÎ ÔÈÅ ΩΦth of 
3ÅÐÔÅÍÂÅÒȣ ÉÆ ɍÁɎ ÔÅÁÃÈÅÒ ɍÌÉÓÔÅÎÓɎ ȢȢȢ ÁÔ ÔÈÅ ÅÎÄ ÏÆ !ÕÇÕÓÔ ȢȢȢ ÁÎÄ ɍÓÁÙÓɎȟ Ȭ4ÈÉÓ ÉÓ ÔÈÅ ÐÁÒÔ ÙÏÕ 
have to practiceȣ ÏÎÌÙ ÃÏÎÃÅÎÔÒÁÔÅ ÏÎ ÔÈÏÓÅ ÔÈÒÅÅȢȭ ȣ 4ÈÏÓÅ ÔÈÒÅÅ ÐÉÅÃÅÓ ÁÒÅ ÍÙ ÐÉÔÃÈ ÁÎÄ ÍÙ 
speed, maybe. So, ÆÏÒ ÍÅ ÉÔȭÓ ÍÏÒÅ Á ÔÒÁÉÎÉÎÇ ÉÓÓÕÅȱ ɉ0ΨɊȢ 4ÈÅ ÁÎÁÌÏÇÙ ÕÎÄÅÒÌÉÎÅÓ ÔÈÅ ÖÁÌÕÅ of 
targeted, time-ÓÈÉÆÔÅÄ ÃÏÁÃÈÉÎÇȡ ÒÁÔÈÅÒ ÔÈÁÎ Á ÇÅÎÅÒÉÃ ȰÙÏÕ ×ÅÒÅ ÕÎÓÔÁÂÌÅȟȱ ÐÉÌÏÔÓ ×ÁÎÔ 
granular, parameter-specific insights that can be reviewed shortly after the flight and turned 
ÉÎÔÏ ÃÏÎÃÒÅÔÅ ÐÒÁÃÔÉÃÅ ÇÏÁÌÓ ÆÏÒ ÔÈÅ ÎÅØÔȡ Ȱ) ÄÏ ÔÈÉÓ ÆÉÖÅ ÔÉÍÅÓȟ ÔÈÁt's evidence-based training. 
9ÏÕ ÌÏÏË ÁÔ ÍÅ ÁÎÄ ÙÏÕ ÓÁÙȟ Ȭ(ÅÙȟ ɍ0ΨɎȟ ÙÏÕÒ ÐÉÔÃÈ ×ÁÓ ÎÏÔ ÓÏ ÇÏÏÄȢȭ 4ÈÉÓ ÉÓ ÅÖÉÄÅÎÃÅ-based 
ÔÒÁÉÎÉÎÇȱ ɉ0ΨɊȢ 

6.5.6 Integrative discussion 

Taken as a whole, the five themes tell a consistent story: pilots welcome a digital 
ȱÃÒÅ×ÍÅÍÂÅÒȱ ÔÈÁÔ ÓÐÏÔÓ ÄÅÖÅÌÏÐÉÎÇ ÉÎÓÔÁÂÉÌÉÔÙ ÅÁÒÌÙȟ ÐÉÎÐÏÉÎÔÓ ÔÈÅ ÃÕÌÐÒÉÔ ÐÁÒÁÍÅÔÅÒɉÓɊȟ ÁÎÄ 
blends seamlessly with existing cockpit systems and cuesɂbut only if the system earns trust 
by matching crew workflow and real-world constraints. Utility hinges on timeliness (Theme 
D): a tiered horizonɂadvisory at ~6 NM, hard stop near 1000 to 500 ftɂgives crews genuine 
maneuvering margin and curbs nuisance alerts that erode confidence (Themes B and D). 
Usability begins with perceptual design (Theme A): a traffic-light color code, prime PDF 
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placement, and minimal but attention-grabbing motion to ensure that the message is 
noticed without adding clutter. Yet attention is only half the battle; cognitive economy 
(Theme C) demands minimum- or single-parameter guidance, so pilots are spared a 
scavenger hunt at peak workload. 
 
Equally important is explainability . Participants linked trust to a transparent, physics-based 
prediction model and to clear data inputs (wind, weight, drag) rather than opaque probability 
ÓÃÏÒÅÓ ɉ4ÈÅÍÅ "ɊȢ 7ÈÅÎ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÌÏÇÉÃ ÍÉÒÒÏÒÓ ÔÈÅ ×ÁÙ pilots' reason themselvesɂ
ÓÏÌÖÉÎÇ ÔÈÅ ȰÅÎÅÒÇÙ ÄÉÆÆÅÒÅÎÔÉÁÌȱɂthey are more inclined to accept its advice (i.e., there is an 
alignment in mental models), whether as an in-the-moment prompt or as post-flight 
evidence for targeted practice (Theme E). Re-playing specific pitch- or speed-ÒÅÌÁÔÅÄ ȰÂÁÒÓȱ 
in training settings after a flight turns isolated alerts into concrete learning goals, completing 
a virtuous loop from real-time aid to evidence-based training. 
 
Based on these limited and preliminary qualitative results, the Stabilized Approach Assistant 
is judged promising but conditional. Its value materializes when four design commitments 
are met simultaneously: 

1. perceptually salient yet unobtrusive interface, 
2. parameter-specific, workload-sensitive guidance, 
3. prediction windows aligned with physical and procedural limits, and 
4. transparent logic that feeds a broader learning ecosystem. 

Fulfilled together, these facets position the assistant as a trusted, pro-active teammate 
rather than another cockpit warning system. 
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7 Conclusion and Outlook 

This section interprets the results presented in Section 6 with respect to the research 
questions posed in Section 4. Therefore, the following subsection discusses each research 
question, based on the relevant data, as defined in Table 3. Based on the conclusions drawn, 
the final subsection covers the outlook by discussing the necessary modifications to the 
concept and potential next steps in the development of the SADA system. 

7.1 Addressing the Research Questions 

This section addresses, answers, and discusses each research question (RQ1ɂ5) in turn. 

7.1.1 RQ1: What is the relationship between pilots' perception of approach 
stability and the SADA's perception of approach stability? 

Although the quantitative data did not reveal a statistically significant correlation between 
ÐÉÌÏÔÓȭ ÓÅÌÆ-ÁÓÓÅÓÓÅÄ ÓÔÁÂÉÌÉÔÙ ÒÁÔÉÎÇÓ ÁÎÄ ÔÈÅ 3!$!ȭÓ ÁÌÇÏÒÉÔÈÍÉÃ ÁÓÓÅÓÓÍÅÎÔÓȟ Á ÓÍÁÌÌ 
positive trend was observed (see Section 6.3.1). This tentative alignment suggests a degree 
of shared judgment between pilots and the SADA (particularly in clear-cut cases) but also 
highlights divergence in more ambiguous scenarios. 
 
)ÎÔÅÒÖÉÅ× ÆÉÎÄÉÎÇÓ ÒÅÉÎÆÏÒÃÅ ÔÈÉÓ ÐÉÃÔÕÒÅȢ 0ÉÌÏÔÓȭ ÔÒÕÓÔ ÉÎ ÔÈÅ 3!$!ȭÓ ÓÔÁÂÉÌÉÔÙ ÊÕÄÇÍÅÎÔÓ ÈÉÎÇÅÄ 
on how clearly its cues matched their own mental models of approach dynamics. Specifically, 
participants stressed the need for parameter-specific feedback (Theme B.1 Parameter-
Specific Guidance), such as alerts tied directly to excess speed or pitch deviations, to 
ÕÎÄÅÒÓÔÁÎÄ ÁÎÄ ÖÁÌÉÄÁÔÅ ÔÈÅ ÓÙÓÔÅÍȭÓ ÏÕÔÐÕÔÓȢ 7ÉÔÈÏÕÔ ÔÈÉÓ ÓÐÅÃÉÆÉÃÉÔÙȟ ÅÖÅÎ Á ÔÅÃÈÎÉÃÁÌÌÙ 
accurate prediction risked being perceived as vague or unhelpful. 
 
This perception gap may stem in part from how the machine learning model was trained. As 
ÎÏÔÅÄȟ ÔÈÅ 3!$!ȭÓ ÃÌÁÓÓÉÆÉÃÁÔÉÏÎ ÌÏÇÉÃ ÒÅÆÌÅÃÔÓ ÆÏÒÍÁÌ ÉÎÓÔÁÂÉÌÉÔÙ ÄÅÆÉÎÉÔÉÏÎÓ ÄÅÒÉÖÅÄ ÆÒÏÍ ÆÌÉÇÈÔ 
data monitoring (FDM) thresholds. While such labeling supports reliable detection of 
ÐÒÏÎÏÕÎÃÅÄ ÉÎÓÔÁÂÉÌÉÔÙȟ ÉÔ ÍÁÙ ÌÉÍÉÔ ÔÈÅ ÍÏÄÅÌȭÓ ÓÅÎÓÉÔÉÖÉÔÙ ÔÏ ÂÏÒÄÅÒÌÉÎÅ ÏÒ ÒÅÃÏÖÅÒÁÂÌÅ ÃÁÓÅÓȟ 
i.e., precisely the situations where pilots reported most valuing timely guidance. In essence, 
ÔÈÅ ÓÙÓÔÅÍȭÓ ÐÒÅÃÉÓÉÏÎ-focused training may ske× ÉÔÓ ÏÕÔÐÕÔÓ ÔÏ×ÁÒÄ ȰÏÂÖÉÏÕÓȱ ÉÎÓÔÁÂÉÌÉÔÉÅÓȟ 
which pilots already recognize unaided. 
 
To better support human decision making, future model development should prioritize the 
identification of preventable unstable approaches; those that could be stabilized with pilot 
action following an early cue. Achieving this would likely require augmenting the training 
dataset with dynamic performance metrics (e.g., energy state, drag potential, or aircraft-
specific constraints) and revisiting the labeling logic to reflect not just outcomes but also the 
recoverability horizon at the time of prediction. 
 
While the current system shows early signs of perceptual alignment with pilot assessments, 
deeper integration of pilot reasoning and cockpit context (both in interface design and model 
development) will be key to bridging the gap between algorithmic judgment and operational 
trust. 
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7.1.2 21Ψȡ (Ï× ÄÏÅÓ ÔÈÅ 3!$! ÁÆÆÅÃÔ ÐÉÌÏÔÓȭ ÓÉÔÕÁÔÉÏÎÁÌ Á×ÁÒÅÎÅÓÓ ÄÕÒÉÎÇ 
final approach? 

The preliminary quantitative findings indicate a statistically significant and positive effect of 
3!$! ÁÖÁÉÌÁÂÉÌÉÔÙ ÏÎ ÐÉÌÏÔÓȭ ÓÅÌÆ-reported situation awareness (SA), as measured by the SA3 
scale (Section 6.3.4). This effect was consistent across all scenario types, suggesting a general 
ÂÅÎÅÆÉÔ ÏÆ ÔÈÅ ÁÓÓÉÓÔÁÎÔ ÉÎ ÓÕÐÐÏÒÔÉÎÇ ÐÉÌÏÔÓȭ Á×ÁÒÅÎÅÓÓ ÏÆ ÁÐÐÒÏÁÃÈ ÄÙÎÁÍÉÃÓ ÄÕÒÉÎÇ ÆÉÎÁÌ 
approach. This consistency is notable, given that pilots rated the Base and Short intercept 
scenarios as more difficult than Standard scenarios (see Section 6.3.2). These difficulty 
ratings aligned with the intended scenario design and underscore that the observed SA 
benefits were present even under higher operational complexity. While sample size 
limitations and ceiling effects in the data prevent strong generalization, these results 
ÔÅÎÔÁÔÉÖÅÌÙ ÓÕÐÐÏÒÔ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÄÅÓÉÇÎ ÏÂÊÅÃÔÉÖÅ ÏÆ ÅÎÈÁÎÃÉÎÇ 3! ÉÎ ÔÈÅ ÃÒÉÔÉÃÁÌ ÆÉÎÁÌ 
approach window. 
 
Importantly, the version of the SADA used in this study provided only binary, non-specific 
guidance by flagging an approach as stable or unstable without identifying which parameters 
contributed to that status. Despite this limitation, participants still reported increased SA 
when the system was available, suggesting that even coarse-grained feedback may help 
ÐÒÉÍÅ ÐÉÌÏÔÓȭ ÁÔÔÅÎÔÉÏÎ ÔÏ×ÁÒÄ ÐÏÔÅÎÔÉÁÌ ÄÅÖÉÁÔÉÏÎÓ ÏÒ ÒÅÉÎÆÏÒÃÅ ÔÈÅÉÒ Ï×Î ÁÓÓÅÓÓÍÅÎÔÓȢ 
 
However, interview data clearly point to the potential for greater SA support through more 
specific, transparent guidance. As captured in Theme B (Guidance Specificity and Model 
Transparency), participants consistently expressed a desire for cues that identify which 
parameter (e.g., speed, pitch, vertical path) was trending toward instability. Pilots noted that 
such specificity would allow them to move more quickly from detection to correction, 
especially in high-workload situations; an observation echoed in Theme C (Cognitive Load 
and Crew Resilience). This kind of targeted support could enhance not only awareness of the 
current state (perception and comprehension) but also forward-looking judgment 
(projection), by clarifying the likely trajectory of the approach. 
 
While the current SADA implementation appears to positively influence SA, its impact may 
be limited by the generic nature of its cues. The qualitative findings suggest that future 
iterations offering parameter-specific, explainable alerts could further enhÁÎÃÅ ÐÉÌÏÔÓȭ 
situational understanding (particularly under time pressure) thereby advancing the 
ÁÓÓÉÓÔÁÎÔȭÓ ÃÏÒÅ ÁÉÍ ÏÆ ÓÕÐÐÏÒÔÉÎÇ ÔÉÍÅÌÙȟ ÉÎÆÏÒÍÅÄ ÄÅÃÉÓÉÏÎ-making in complex operational 
contexts. 
 
 

7.1.3 21Ωȡ (Ï× ÄÏÅÓ ÔÈÅ 3!$! ÁÆÆÅÃÔ ÐÉÌÏÔÓȭ ÍÅÎÔÁÌ ×ÏÒËÌÏÁÄ ÄÕÒÉÎÇ ÆÉÎÁÌ 
approach? 

The quantitative results did not show a statistically significant effect of either SADA 
availability or scenario type on self-reported mental workload (MWL), as measured by the 
NASA-TLX (Section 6.3.3). While there was a descriptive trend toward higher MWL ratings 
when the assistant was available, this pattern was not reliable and varied across scenario 
ÔÙÐÅÓȢ )Î ÔÈÅ Ȱ3ÈÏÒÔȱ ÓÃÅÎÁÒÉÏ ɉÁ ÃÏÎÄÉÔÉÏÎ ×ÉÔÈ ÉÎÈÅÒÅÎÔÌÙ ÅÌÅÖÁÔÅÄ ÔÉÍÅ ÐÒÅÓÓÕÒÅɊȟ ÔÈÅ 
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assistant slightly reduced MWL on average, though this reduction was modest and 
statistically insignificant. Importantly, independent ratings of scenario difficulty confirmed 
that pilots perceived the Short and Base scenarios as more demanding than Standard 
approaches (Section 6.3.2). This supports the scenario design assumptions and suggests that 
the non-significant MWL variations across conditions reflect real differences in task 
complexity. Overall, these preliminary results suggest that the presence of the SADA did not 
introduce a measurable increase or decrease in perceived workload. 
 
From a design perspective, the absence of a significant MWL increase is nonetheless 
encouraging. A key goal of the assistant was to support decision making during final 
ÁÐÐÒÏÁÃÈ ×ÉÔÈÏÕÔ ÁÄÄÉÎÇ ÔÏ ÔÈÅ ÃÒÅ×ȭÓ ÃÏÇÎÉÔÉÖÅ ÂÕÒÄÅÎȢ 4ÈÅÓÅ ÅÁÒÌÙ ÆÉÎÄÉÎÇÓ ÓÕÇÇÅÓÔ ÔÈat 
the current implementation of the SADA, while basic in its guidance, does not appear to 
overload the pilot during the high-stakes final approach phase. 
 
However, the qualitative findings reveal a more nuanced picture. Theme C (Cognitive Load 
ÁÎÄ #ÒÅ× 2ÅÓÉÌÉÅÎÃÅɊ ÆÒÏÍ ÔÈÅ ÉÎÔÅÒÖÉÅ× ÄÁÔÁ ÃÁÐÔÕÒÅÓ ÐÉÌÏÔÓȭ ÒÅÆÌÅÃÔÉÏÎÓ ÏÎ ÈÏ× 3!$! ÃÏÕÌÄ 
influence workload (both positively and negatively) depending on its design. In particular, 
participants indicated that vague or non-ÓÐÅÃÉÆÉÃ ÁÌÅÒÔÓ ɉÓÕÃÈ ÁÓ ÔÈÅ ÃÕÒÒÅÎÔ ÂÉÎÁÒÙ ȰÓÔÁÂÉÌÉÚÅȱ 
cue) can be counterproductive under high workload. When pilots are already managing 
multiple concurrent tasks (e.g., flaps, glideslope, ATC instructions), a generic alert can trigger 
Á ȰÓÃÁÖÅÎÇÅÒ ÈÕÎÔȱ ÆÏÒ ÔÈÅ ÒÏÏÔ ÃÁÕÓÅȟ ÍÏÍÅÎÔÁÒÉÌÙ ÉÎÃÒÅÁÓÉÎÇ ÍÅÎÔÁÌ ÅÆÆÏÒÔȢ !Ó ÏÎÅ 
ÐÁÒÔÉÃÉÐÁÎÔ ÎÏÔÅÄȟ ȰÙÏÕ ÎÅÅÄ ÔÈÒÅÅ ÍÏÒÅ ÓÅÃÏÎÄÓ ÔÏ ÒÅÁÌÉÚÅ ×ÈÉÃÈ ÐÁÒÁÍÅÔÅÒ ÉÓ ÍÅÁÎÔȟȱ ÁÎÄ 
time may not be available during a fast-evolving approach segment. 
 
Conversely, pilots described how parameter-specific guidance would offload cognitive work 
by pointing directly to the most relevant issue (e.g., excess speed), allowing for faster and 
ÍÏÒÅ ÃÏÎÆÉÄÅÎÔ ÃÏÒÒÅÃÔÉÏÎȢ 4ÈÉÓ ÆÏÒÍ ÏÆ ȰÔÁÒÇÅÔÅÄ ÃÏÁÃÈÉÎÇȱ ×ÁÓ ÃÏÎÓÉÄÅÒed especially 
valuable in scenarios involving high tempo or limited monitoring capacity, for example, when 
the pilot flying is heads-down or the pilot monitoring is engaged with external tasks. 
 
These insights suggest that while the current implementation of SADA does not appear to 
elevate workload, its potential to actively reduce MWL may be limited by its lack of specificity. 
Future refinements aimed at minimizing cognitive overhead, particularly under time-
constrained or high-load conditions, could include single-parameter alerts, more intuitive 
visual cues, or integration with task-relevant monitoring logic. 
 
The assistant's current design seems workload-neutral, meeting its design aim of avoiding 
undue burden, but greater gains in workload relief may be achievable through more precise 
and context-sensitive alerting strategies. 
 
 

7.1.4 RQ4: What is the effect of the SADA on go-around compliance? 

Due to the limited number of unstable approaches and an even lower incidence of actual go-
arounds, a quantitative analysis of go-around compliance was not feasible within the scope 
of this simulation study. Only one recorded go-around occurred during an approach that was 
flagged as unstable by the assistant. In this case, the pilot noted in the post-scenario 
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ÑÕÅÓÔÉÏÎÎÁÉÒÅ ÔÈÁÔ ÔÈÅ ÄÅÃÉÓÉÏÎ ÔÏ ÇÏ ÁÒÏÕÎÄ ×ÁÓ ÁÌÒÅÁÄÙ ÆÏÒÍÉÎÇ ÂÕÔ ÔÈÁÔ ÔÈÅ 3!$! ȰÈÅÌÐÅÄ 
to [ensure] and execute the go-ÁÒÏÕÎÄȱ ɉ0ΧɊȢ 4ÈÉÓ ÃÏÍÍÅÎÔ ÓÕÇÇÅÓÔÓ ÔÈÁÔ ÔÈÅ ÁÓÓÉÓÔÁÎÔ ÍÁÙ 
act as a reinforcing cue in marginal or high-uncertainty cases, helping pilots align their actions 
with standard operating procedures. Notably, pilots rated the more demanding Short and 
Base intercept scenarios as representative of situations they encounter in real operations 
(Section 6.3.2), adding ecological validity to both the observed go-around and the broader 
set of qualitative insights gathered during these higher-complexity runs. 
 
Qualitative interview data reinforces this interpretation. Participants consistently indicated 
that a tool like SADA could improve go-around compliance by legitimizing the decision to 
discontinue an unstable approach. As discussed in Theme D (Timing and Predictive 
Windows), pilots stressed that late or vague cues are less useful and may even encourage 
ȰÈÏÐÅÆÕÌȱ ÃÏÎÔÉÎÕÁÔÉÏÎȢ (Ï×ÅÖÅÒȟ ×ÈÅÎ ÁÌÅÒÔÓ ÁÒÅ ÄÅÌÉÖÅÒÅÄ ×ÉÔÈ ÓÕÆÆÉÃÉÅÎÔ ÔÉÍÅ ÁÎÄ ÃÌÁÒÉÔÙȟ 
ÔÈÅÙ ÃÁÎ ÓÈÉÆÔ ÔÈÅ ÐÉÌÏÔȭÓ ÍÉÎÄÓÅÔ ÆÒÏÍ ÓÁÌÖÁÇÅ ÔÏ ÄÅÃÉÓÉÏÎ ÅØÅÃÕtion, which is particularly 
important in high workload or ambiguous situations. 
 
Further, in Theme B.2 (Transparency and Reliability), participants discussed that go-around 
ÄÅÃÉÓÉÏÎÓ ÁÒÅ ÅÁÓÉÅÒ ÔÏ ÊÕÓÔÉÆÙ ×ÈÅÎ ÔÈÅ ÓÙÓÔÅÍȭÓ ÌÏÇÉÃ ÉÓ ÕÎÄÅÒÓÔÁÎÄÁÂÌÅ ÁÎÄ ÍÉÒÒÏÒÓ ÐÉÌÏÔ 
reasoning. A model that surfaces energy-related instability early and does so with credible 
cues (e.g., based on wind, drag, oÒ ÃÏÎÆÉÇÕÒÁÔÉÏÎ ÓÔÁÔÅɊ ÃÁÎ ÈÅÌÐ ÃÏÎÆÉÒÍ Á ÐÉÌÏÔȭÓ ÉÎÔÕÉÔÉÏÎ ÁÎÄ 
reduce hesitation. In this sense, the assistant is not just a detector but becomes a cognitive 
ally that supports confident, timely compliance with safety protocols. 
 
0ÉÌÏÔÓ ÁÌÓÏ ÖÉÅ×ÅÄ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÖÁÌÕÅ ÔÈÒÏÕÇÈ ÔÈÅ ÌÅÎÓ ÏÆ ÐÏÓÔ-flight learning. As highlighted 
ÉÎ 4ÈÅÍÅ % ɉ/ÐÅÒÁÔÉÏÎÁÌ #ÏÎÔÅØÔ ÁÎÄ ,ÅÁÒÎÉÎÇ %ÃÏÓÙÓÔÅÍɊȟ ÔÈÅ 3!$!ȭÓ ÐÏÔÅÎÔÉÁÌ ÔÏ ÇÅÎÅÒÁÔÅ 
reviewable data could reinforce go-around criteria through evidence-based training. Even in 
cases where a go-around is not executed, reviewing why an alert occurred could strengthen 
decision-making strategies in future flights. 
 
While the current dataset does not allow firm conclusions about the effect of the SADA on 
go-around rates, early qualitative evidence suggests that the assistant can positively 
influence go-around compliance, not by forcing decisions, but by reinforcing piÌÏÔÓȭ 
situational judgment in real-time and after the fact. Future studies with larger samples and 
more go-around scenarios will be needed to quantify this effect more rigorously. 

7.1.5 RQ5: What is the perceived usability of the SADA system? 

Post-session questionnaire responses indicate that the SADA system was generally perceived 
ÁÓ ÕÓÁÂÌÅȟ ÒÅÃÅÉÖÉÎÇ ÓÃÏÒÅÓ ÉÎ ÔÈÅ ȰÇÏÏÄȱ ÒÁÎÇÅ ÏÎ ÔÈÅ 353 ÓÃÁÌÅ ɉ3ÅÃÔÉÏÎ 6.4). While limited 
ÂÙ ÓÁÍÐÌÅ ÓÉÚÅȟ ÔÈÉÓ ÅÁÒÌÙ ÅÖÉÄÅÎÃÅ ÓÕÇÇÅÓÔÓ ÔÈÁÔ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÂÁÓÉÃ ÄÅÓÉÇÎ ÃÏÎÃÅÐÔ ÁÎÄ 
ÉÍÐÌÅÍÅÎÔÁÔÉÏÎ ÁÌÉÇÎ ×ÅÌÌ ×ÉÔÈ ÐÉÌÏÔÓȭ ÅØÐÅÃÔÁÔÉÏÎÓ ÁÎÄ ÃÏÃËÐÉÔ ÃÏÎÖÅÎÔÉÏÎÓȢ 4ÈÉÓ ÐÏÓÉÔÉÖÅ 
assessment of usability was given after pilots had completed a range of scenarios (including 
Short and Base intercepts) that were rated as more demanding yet operationally realistic 
(Section 6.3.2ɊȢ 4ÈÉÓ ÃÁÕÔÉÏÕÓÌÙ ÓÕÇÇÅÓÔÓ ÔÈÁÔ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÕÓÁÂÉÌÉÔÙ ÈÅÌÄ ÕÐ ÅÖÅÎ ÉÎ ÃÏÎÔÅØÔÓ 
that imposed greater task complexity, enhancing the credibility of the overall rating. 
 
Qualitative feedback from the post-session interviews provides richer insight into the 
ÐÅÒÃÅÉÖÅÄ ÕÓÁÂÉÌÉÔÙ ÏÆ ÔÈÅ ÓÙÓÔÅÍȢ 0ÉÌÏÔÓ ÁÐÐÒÅÃÉÁÔÅÄ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÉÎÔÅÇÒÁÔÉÏÎ ÉÎÔÏ ÆÁÍÉÌÉÁÒ 
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cockpit workflows, especially the use of established alert hierarchies, intuitive color coding, 
and central placement on the PFD, as captured in Theme A (Interface and Alert Design). 
These design features were discussed as contributing to perceptual clarity and ease of use 
without adding unnecessary distraction. 
 
However, usability was also shaped by how effectively the system communicated its 
reasoning. Several pilots requested that the SADA provide more parameter-specific 
ÇÕÉÄÁÎÃÅȟ ÎÏÔÉÎÇ ÔÈÁÔ Á ÇÅÎÅÒÉÃ ȰÓÔÁÂÉÌÉÚÅȱ ÃÕÅ ÃÏÕÌÄ ÐÒÏÍÐÔ ÕÎÎÅÃÅÓÓÁÒÙ ÃÏÇÎÉÔÉÖÅ ÅÆÆÏÒÔȟ 
particularly under time pressure (see Theme B.1 and Theme C). Some suggested that 
indicating the problematic parameter (e.g., speed or vertical path) could help confirm the 
validity of an alert or dismiss it more quickly in the case of false positives. Notably, one pilot 
who experienced a likely nuisance alert stressed this point, arguing that specific feedback 
would have enabled faster diagnosis and resolution. 
 
That said, opinions varied: others expressed concern that increased detail might clutter the 
display or distract from primary flight tasks. This tension highlights a broader usability trade-
off between simplicity and explainability. A potential solution, raised both in interviews and 
prior design discussions, is to offer pilot-selectable detail, allowing additional information to 
be toggled on demand. While promising, such an approach would need to be carefully 
ÅÖÁÌÕÁÔÅÄ ÔÏ ÁÖÏÉÄ ÕÎÄÅÒÍÉÎÉÎÇ ÔÈÅ ÉÎÔÅÒÆÁÃÅȭÓ current strengths. 
 
! ÓÅÃÏÎÄ ÒÅÃÕÒÒÉÎÇ ÕÓÁÂÉÌÉÔÙ ÃÏÎÃÅÒÎ ÉÎÖÏÌÖÅÄ ÔÈÅ ÔÉÍÉÎÇ ÏÆ ÔÈÅ ÓÙÓÔÅÍȭÓ ÐÒÅÄÉÃÔÉÏÎȢ 0ÉÌÏÔÓ 
frequently noted that the 4 NM cue came too late to allow meaningful corrective action 
during high-speed approaches, a point captured in Theme D.1 (Prediction Horizon and 
Actionability). In contrast to the user research data collected for Deliverable D3.2 [1] which 
informed the specific implementation of the SADA, current participants proposed moving 
the advisory point to ~6 NM or linking it to localizer intercept or height above field elevation. 
These suggestions reflect a desire for cues that align better with actual maneuvering margins, 
thus highlighting a key intersection between usability, trust, and operational relevance. 
 
Finally, these findings echo conclusions drawn under RQ1, where model training was 
ÉÄÅÎÔÉÆÉÅÄ ÁÓ Á ÌÉÍÉÔÉÎÇ ÆÁÃÔÏÒ ÉÎ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÃÕÒÒÅÎÔ ÕÔÉÌÉÔÙȢ )Æ ÔÈÅ 3!$! ÉÓ ÔÏ ÂÅÔÔÅÒ ÓÕÐÐÏÒÔ 
preventable instability, both the machine-learning model and its prediction trigger logic may 
need to be reoriented toward earlier, actionable thresholds, even if this comes at the cost of 
lower precision. Ensuring that such changes do not degrade usability will require ongoing 
balancing between information richness, timing accuracy, and interface simplicity. 
 
4ÈÅ 3!$!ȭÓ ÅÁÒÌÙ ÕÓÁÂÉÌÉÔÙ ÉÓ ÐÒÏÍÉÓÉÎÇȟ ÇÒÏÕÎÄÅÄ ÉÎ ÃÌÅÁÒ ÁÎÄ ÆÁÍÉÌÉÁÒ ÄÅÓÉÇÎ ÐÒÉÎÃÉÐÌÅÓȢ 
(Ï×ÅÖÅÒȟ ÁÓ ÐÉÌÏÔÓȭ ÆÅÅÄÂÁÃË ÍÁËÅÓ ÃÌÅÁÒȟ ÃÏÎÔÉÎÕÅÄ ÒÅÆÉÎÅÍÅÎÔ ÉÎ ÔÉÍÉÎÇȟ ÐÁÒÁÍÅÔÅÒ 
feedback, and customizability will be important to ensure that usability is preserved even as 
functional complexity grows. 
 

7.2 Outlook 

The study presented in this deliverable report marked a significant step in the maturation of 
the Stabilized Approach Digital Assistant (SADA). Building on the Unstable Approach 
Prediction Model developed under SafeClouds.eu, Task 4.2 of the SafeTEAM project 
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successfully integrated and evaluated the concept in a high-fidelity research simulator, 
ÄÅÍÏÎÓÔÒÁÔÉÎÇ ÔÅÃÈÎÉÃÁÌ ÆÅÁÓÉÂÉÌÉÔÙ ÉÎ Á ÒÅÌÅÖÁÎÔ ÅÎÖÉÒÏÎÍÅÎÔȢ !Ó Á ÒÅÓÕÌÔȟ ÔÈÅ ÓÙÓÔÅÍȭÓ 
Technology Readiness Level (TRL) advanced from 4 to 6. 
 
Beyond this milestone, the study provided encouraging evidence that the SADA can support 
key safety and decision-making goals. While quantitative data remained limited, the 
assistant was associated with improved pilot SA across diverse scenario types and was 
perceived as usable and well-integrated with cockpit workflows. In the one observed go-
ÁÒÏÕÎÄȟ ÔÈÅ ÓÙÓÔÅÍ ×ÁÓ ÃÒÅÄÉÔÅÄ ×ÉÔÈ ÒÅÉÎÆÏÒÃÉÎÇ ÔÈÅ ÐÉÌÏÔȭÓ ÄÅÃÉÓÉÏÎ, and interview feedback 
suggests that the SADA could meaningfully support go-around compliance by legitimizing 
action in high-uncertainty cases. 
 
Importantly, scenario difficulty ratings confirmed that the Short and Base intercepts used in 
the study were perceived as realistic and demanding, lending ecological validity to both the 
pilot feedback and system performance under test conditions. That usability and perceived 
SA benefits held up under these conditions reinforce ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÐÒÁÃÔÉÃÁÌ ÐÏÔÅÎÔÉÁÌȢ 
At the same time, the study identified clear areas for improvement. While the current system 
issues its advisory at 4 NM, this was often perceived as too late for effective intervention, 
especially in high-speed approaches. Pilots recommended an earlier cue: at 6 NM, at localizer 
intercept, or based on height above field elevation. Supporting such changes will likely 
require updates to the Unstable Approach Prediction Model, particularly its training and 
labeling strategy. Incorporating physically informed labels that distinguish between 
preventable and unpreventable instability could not only improve predictive utility but also 
align the system more closely with pilot reasoning, thereby improving trust. 
 
The study also highlighted a potential enhancement to the HMI. Although the interface was 
generally well-received for its familiarity and salience, one observed nuisance alert 
underscored the need for optional parameter-ÓÐÅÃÉÆÉÃ ÆÅÅÄÂÁÃËȢ -ÁËÉÎÇ ÔÈÅ ÓÙÓÔÅÍȭÓ 
underlying reasoning visible, such as highlighting speed or glidepath as the cause for an alert, 
could reduce cognitive load and improve diagnostic efficiency. While earlier discussions had 
rejected this feature, the current results suggest that a pilot-selectable reasoning display 
might offer a practical compromise between simplicity and explainability. 
 
Participants identified long-ÔÅÒÍ ÖÁÌÕÅ ÉÎ ÔÈÅ ÁÓÓÉÓÔÁÎÔȭÓ ÒÏÌÅ ÁÓ Á ÐÏÓÔ-flight learning tool. By 
enabling evidence-based reflection on approach dynamics and stability cues, the SADA could 
contribute not only to in-the-moment support but also to a broader learning ecosystem to 
reinforce safety margins over time. While we feel that additional tests in the simulator to 
gather more pilot feedback are needed, and indeed must be done, there is sufficient evidence 
to support the findings in this report. Conservatively, the TRL of assisted landings has been 
taken from TRL4 to TRL6. An airplane manufacturer or supply chain provider would be an 
ideal recipient of the technology developed in this publicly funded project. 
 
In summary, these findings point to a clear path of development. With refinements to 
prediction timing, training methodology, and interface flexibility, the SADA can evolve into 
a proactive, pilot-aligned assistant that not only detects instability but also helps prevent it. 
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Appendix A $ÁÔÁ #ÏÌÌÅÃÔÉÏÎ -ÁÔÅÒÉÁÌ 

A.1 Post Scenario Questionnaire 
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A.2 Post Session Questionnaire 
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A.3 Post-Session Interview Guide 

A.3.1 General Recommendations 

¶ Use Prompts and Follow-Up Questions: If participants give short or vague answers, 
encourage them to elaborate by asking questions like: 
ȱ#ÏÕÌÄ ÙÏÕ ÔÅÌÌ ÍÅ ÍÏÒÅ ÁÂÏÕÔ ÔÈÁÔȩȱ ÏÒ Ȱ7ÈÁÔ ÍÁÄÅ ÙÏÕ ÆÅÅÌ ÔÈÁÔ ×ÁÙȩȱ 

¶ Ask Open-Ended Questions: Encourage richer, more detailed responses by avoiding 
yes/no questions.  

¶ Prioritize Key Topics: If time is limited, focus on your primary research questions, 
e.g., Workload, Communication, Decision-Making, and Trust. The rest topics are 
optional if time allows. 

¶ Encourage Specific Examples: Ask participants to describe concrete situations to 
anchor responses in concrete experiences. For example: 
ȱ#ÏÕÌÄ ÙÏÕ ×ÁÌË ÍÅ ÔÈÒÏÕÇÈ ×ÈÁÔ ÈÁÐÐÅÎÅÄ ÉÎ ÔÈÁÔ ÓÃÅÎÁÒÉÏȩȱ 

A.3.2 Questions 

A list of questions to guide the semi-structured interview, organized by topics / dependent 
variables. 
 
Communication 

¶ 1Χȡ Ȱ!ÆÔÅÒ ÔÈÅ $! ÍÅÓÓÁÇÅ ÁÐÐÅÁÒÅÄȟ ÄÉÄ ÙÏÕ ÎÏÔÉÃÅ ÁÎÙ ÃÈÁÎÇÅÓ ÉÎ ÈÏ× ÏÒ ×ÈÅÎ 
you communicated ɂ either with your co-ÐÉÌÏÔ ÏÒ ×ÉÔÈ !4#ȩȱ 

¶ 1Ψȡ Ȱ$Ï ÙÏÕ ÔÈÉÎË ÔÈÅ $!ȭÓ ÁÌÅÒÔ ÏÒ ÉÎÄÉÃÁÔÉÏÎ ÐÒÏÍÐÔÅÄ ÙÏÕ ÔÏ ÍÁËÅ ÃÅÒÔÁÉÎ ÃÁÌÌÏÕÔÓ 
ÓÏÏÎÅÒȟ ÌÁÔÅÒȟ ÏÒ ÉÎ Á ÄÉÆÆÅÒÅÎÔ ×ÁÙ ÔÈÁÎ ÕÓÕÁÌȩȱ 

¶ 1Ωȡ Ȱ#ÁÎ ÙÏÕ ÒÅÃÁÌÌ Á ÓÐÅÃÉÆÉÃ ÉÎÓÔÁÎÃÅ ×ÈÅÒÅ ÔÈÅ $! ÎÏÔÉÆÉÃÁÔÉÏÎ ÉÎÆÌÕÅÎÃÅÄ ÔÈÅ 
conversation or coordination between you and your co-ÐÉÌÏÔȩȱ 

¶ Follow-ÕÐȡ Ȱ$ÉÄ ÙÏÕ ÆÉÎÄ ÔÈÁÔ ÈÅÌÐÆÕÌ ÏÒ ÄÉÓÔÒÁÃÔÉÎÇ ÉÎ ÁÎÙ ×ÁÙȩȱ 
 

Teamwork and Coordination 

¶ 1Χȡ Ȱ(Ï×ȟ ÉÆ ÁÔ ÁÌÌȟ ÄÉÄ ÔÈÅ $! ÁÌÔÅÒ ÔÈÅ ×ÁÙ ÙÏÕ ÁÎÄ ÙÏÕÒ ÃÏ-pilot divided tasks or 
ÒÅÓÐÏÎÓÉÂÉÌÉÔÉÅÓȩȱ 

¶ 1Ψȡ Ȱ$ÉÄ ÔÈÅ $! ÅÖÅÒ ÃÁÕÓÅ ÃÏÎÆÕÓÉÏÎ ÁÂÏÕÔ ×ÈÏ ÓÈÏÕÌÄ ÄÏ ×ÈÁÔȟ ÏÒ ÄÉÄ ÉÔ ÈÅÌÐ 
ÃÌÁÒÉÆÙ ÙÏÕÒ ÎÅØÔ ÓÔÅÐÓȩȱ 

¶ 1Ωȡ Ȱ)Æ ÙÏÕ ÉÍÁÇÉÎÅ ÔÈÉÓ $! ÉÎ ÌÏÎÇ-term use, how do you think it might influence 
ɉÓÔÒÅÎÇÔÈÅÎ ÏÒ ×ÅÁËÅÎɊ ÔÅÁÍ×ÏÒË ÂÅÔ×ÅÅÎ ÐÉÌÏÔÓȩȱ 

¶ 0ÏÓÓÉÂÌÅ ÐÒÏÍÐÔȡ Ȱ#ÏÕÌÄ ÉÔ ÉÎÈÉÂÉÔ ÙÏÕÒ ÕÓÕÁÌ ÃÒÅ× ÒÅÓÏÕÒÃÅ ÍÁÎÁÇÅÍÅÎÔ ÐÒÁÃÔÉÃÅÓȟ 
ÏÒ ÍÉÇÈÔ ÉÔ ÈÅÌÐ ÒÅÉÎÆÏÒÃÅ ÔÈÅÍȩȱ 

 

Workload 

¶ 1Χȡ Ȱ/ÖÅÒÁÌÌȟ ×ÏÕÌÄ ÙÏÕ ÓÁÙ ÔÈÅ $! ÉÎÃÒÅÁÓÅÄ ÙÏÕÒ mental workload, reduced it, or 
ÄÉÄÎȭÔ ÒÅÁÌÌÙ ÁÆÆÅÃÔ ÉÔȩ #ÁÎ ÙÏÕ ÓÈÁÒÅ Á ÓÐÅÃÉÆÉÃ ÅØÁÍÐÌÅȩȱ 

¶ 1Ψȡ Ȱ7ÅÒÅ ÔÈÅÒÅ ÍÏÍÅÎÔÓ ×ÈÅÎ ÙÏÕ ÆÅÌÔ ÔÈÅ $! ÒÅÌÉÅÖÅÄ ÙÏÕ ÆÒÏÍ ÃÅÒÔÁÉÎ ÔÁÓËÓȟ ÏÒ 
did it add more tasks (e.g., verifying or double-ÃÈÅÃËÉÎÇ ÉÔÓ ÁÌÅÒÔɊȩȱ 

¶ 1Ωȡ Ȱ7ÈÅÎ ÙÏÕ ÒÁÔÅÄ ÙÏÕÒ ×ÏÒËÌÏÁÄ ÁÆÔÅÒ ÅÁÃÈ ÓÃÅÎÁÒÉÏȟ ×ÈÁÔ ÍÁÉÎ ÆÁÃÔÏÒÓ ÃÁÍÅ ÔÏ 
ÍÉÎÄȩ ɉ0ÒÏÂÅ ÆÏÒ ÐÅÒÃÅÉÖÅÄ ÃÏÍÐÌÅØÉÔÙȟ ÔÉÍÅ ÐÒÅÓÓÕÒÅȟ ÅÔÃȢɊȱ 

 

Situational Awareness 
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¶ Lower priority, but may yield interesting anecdotes 

¶ 1Χȡ Ȱ$ÉÄ ÔÈÅ $! ÍÅÓÓÁÇÅ ÁÆÆÅÃÔȟ ÉÎ ÁÎÙ ×ÁÙȟ ÈÏ× ÙÏÕ ÕÎÄÅÒÓÔÏÏÄ ×ÈÁÔ ×ÁÓ ÇÏÉÎÇ ÏÎ 
ÄÕÒÉÎÇ ÔÈÅ ÁÐÐÒÏÁÃÈȩȱ ɉ)Æ ÙÅÓȡ Ȱ#ÏÕÌÄ ÙÏÕ ÄÅÓÃÒÉÂÅ ÈÏ×ȩȱɊ 

¶ 1Ψȡ Ȱ$ÉÄ ÔÈÅ $! ÈÅÌÐ ÙÏÕ ÐÒÅÄÉÃÔ ÆÕÔÕÒÅ ÃÏÎÄÉÔÉÏÎÓ ɉÅȢÇȢȟ Á ÐÏÔÅÎÔÉÁÌ ÕÎÓÔÁÂÌÅ 
ÁÐÐÒÏÁÃÈɊȟ ÏÒ ÄÉÄ ÙÏÕ ÓÔÉÌÌ ÍÏÓÔÌÙ ÒÅÌÙ ÏÎ ÙÏÕÒ Ï×Î ÓÅÎÓÅ ÏÆ ÔÈÅ ÁÉÒÃÒÁÆÔȭÓ ÓÔÁÔÕÓȩȱ 

¶ 1Ωȡ Ȱ#ÁÎ ÙÏÕ ÒÅÃÁÌÌ Á ÔÉÍÅ ÔÈÅ $! ÈÉÇÈÌÉÇÈÔÅÄ ÓÏÍÅÔÈÉÎÇ ÙÏÕ ÈÁÄÎȭÔ ÁÌÒÅÁÄÙ 
ÎÏÔÉÃÅÄȩ (Ï× ÄÉÄ ÔÈÁÔ ÓÈÁÐÅ ÙÏÕÒ Á×ÁÒÅÎÅÓÓ ÏÒ ÎÅØÔ ÓÔÅÐÓȩȱ 

 
Problem-Solving & Decision-Making 

¶ 1Χȡ Ȱ$ÉÄ ÈÁÖÉÎÇ ÔÈÅ $! ÃÈÁÎÇÅ ÈÏ× ÙÏÕ ÁÐÐÒÏÁÃÈÅÄ ÃÅÒÔÁÉÎ ÄÅÃÉÓÉÏÎÓ ɂ for 
ÅØÁÍÐÌÅȟ ÄÅÃÉÄÉÎÇ ×ÈÅÔÈÅÒ ÔÏ ÃÏÎÔÉÎÕÅ ÏÒ ÇÏ ÁÒÏÕÎÄȩȱ 

¶ 1Ψȡ Ȱ$ÉÄ ÙÏÕ ÆÉÎÄ ÙÏÕÒÓÅÌÆ ÕÓÉÎÇ ÏÔÈÅÒ ÃÏÃËÐÉÔ ÉÎÓÔÒÕÍÅÎÔÓ ÏÒ ÒÅÓÏÕÒÃÅÓ ÄÉÆÆÅÒÅÎÔÌÙ 
×ÈÅÎ ÔÈÅ $! ×ÁÓ ÐÒÅÓÅÎÔȩȱ 

¶ 1Ωȡ Ȱ4ÈÉÎËÉÎÇ ÌÏÎÇ-term ɂ do you see any risk that relying on such a tool like this 
could lead to pilots gradually losing some skills or expertise over time? Why or why 
ÎÏÔȩȱ 

¶ 1Ϊ ɉÉÆ ÔÉÍÅ ÁÌÌÏ×ÓɊȡ Ȱ7ÏÕÌÄ ÙÏÕ ÓÁÙ ÔÈÅ ÔÏÏÌ ÓÔÒÅÎÇÔÈÅÎÅÄ ÏÒ ÒÅÄÕÃÅÄ ÙÏÕÒ ÓÅÎÓÅ ÏÆ 
ownership over problem-ÓÏÌÖÉÎÇȩȱ 

 

Usability 

¶ 1Χȡ Ȱ(Ï× ×ÏÕÌÄ ÙÏÕ ÄÅÓÃÒÉÂÅ ÔÈÅ ÏÖÅÒÁÌÌ ÕÓÁÂÉÌÉÔÙ ÏÆ ÔÈÅ $! ÉÎ ÉÔÓ ÃÕÒÒÅÎÔ ÆÏÒÍ ɉÅȢÇȢȟ 
ÃÌÁÒÉÔÙȟ ÐÌÁÃÅÍÅÎÔȟ ÔÉÍÉÎÇ ÏÆ ÔÈÅ ÍÅÓÓÁÇÅɊȩȱ 

¶ 1Ψȡ Ȱ7ÅÒÅ ÔÈÅ ÖÉÓÕÁÌ ÃÕÅÓ ɉÃÏÌÏÒȟ ÆÏÎÔȟ ÌÁÂÅÌɊ ÅÁÓÙ ÔÏ ÎÏÔÉÃÅ ÉÎ ÔÈÅ 0ÒÉÍÁÒÙ &ÌÉÇÈÔ 
$ÉÓÐÌÁÙȟ ÏÒ ÄÉÄ ÁÎÙÔÈÉÎÇ ÆÅÅÌ ÈÁÒÔ ÔÏ ÓÐÏÔ ÏÒ ÄÉÓÔÒÁÃÔÉÎÇȩȱ 

¶ 1Ωȡ Ȱ(Ï× ÄÉÄ ÙÏÕ ÆÅÅÌ ÁÂÏÕÔ ÔÈÅ ÔÉÍÉÎÇ ÏÆ ÔÈÅ $! ÁÌÅÒÔȩ $ÉÄ ÉÔ ÕÓÕÁÌÌÙ ÆÅÅÌ ÔÏ ÅÁÒÌÙȟ 
too late, or about right for your decision-ÍÁËÉÎÇ ÄÕÒÉÎÇ ÁÐÐÒÏÁÃÈȩȱ 

¶ 1Ϊȡ Ȱ)Æ ÙÏÕ ÃÏÕÌÄ ÃÈÁÎÇÅ ÏÎÅ ÔÈÉÎÇ ÁÂÏÕÔ ÈÏ× ÔÈÅ $!ȭÓ ÍÅÓÓÁÇÅ ÏÒ ÉÎÔÅÒÆÁÃÅ ÉÓ 
ÄÉÓÐÌÁÙÅÄȟ ×ÈÁÔ ×ÏÕÌÄ ÙÏÕ ÃÈÁÎÇÅȩȱ 

 

Human-Autonomy Teaming 

¶ Q1: Ȱ"ÅÆÏÒÅ ÕÓÉÎÇ ÔÈÅ $!ȟ ×ÈÁÔ ÌÅÖÅÌ ÏÆ ȬÉÎÔÅÌÌÉÇÅÎÃÅȭ ÏÒ ÉÎÔÅÒÁÃÔÉÖÉÔÙ ÄÉÄ ÙÏÕ ÅØÐÅÃÔ 
ÆÒÏÍ ÉÔȩ $ÉÄ ÙÏÕÒ ÅØÐÅÒÉÅÎÃÅ ÍÁÔÃÈ ÔÈÁÔ ÅØÐÅÃÔÁÔÉÏÎȟ ÏÒ ×ÁÓ ÉÔ ÄÉÆÆÅÒÅÎÔȩȱ 

¶ 1Ψȡ Ȱ)Î ÁÎ ÉÄÅÁÌ ÆÕÔÕÒÅȟ ×ÏÕÌÄ ÙÏÕ ÐÒÅÆÅÒ Á ÆÕÔÕÒÅ ÖÅÒÓÉÏÎ ÏÆ ÔÈÅ $! ÔÏ ÆÕÎÃÔÉÏÎ ÍÏÒÅ 
ÌÉËÅ Á ȬÔÅÁÍÍÁÔÅȭ ɉÐÒÏÖÉÄÉÎÇ ÓÕÇÇÅÓÔÉÏÎÓȟ ÒÅÁÓÏÎÉÎÇȟ ÅÔÃȢɊ ÏÒ ×ÏÕÌÄ ÙÏÕ ÒÁÔÈÅÒ ÉÔ ÓÔÁÙ 
ÍÏÒÅ ÌÉËÅ Á ÓÉÍÐÌÅ ÁÌÅÒÔȩ 7ÈÙȩȱ 

¶ 1Ωȡ Ȱ!ÒÅ ÔÈÅÒÅ ÏÔÈÅÒ ×ÁÙÓ ÔÈÅ $! ÃÏÕÌÄ ÇÅÔ ÙÏÕÒ ÁÔÔÅÎÔÉÏÎ ɂ like modalities (audio 
signals, haptic feedback) or forms of feedback? Would those feel helpful, or risk 
ÂÅÉÎÇ ÄÉÓÔÒÁÃÔÉÎÇ ÉÎ ÔÈÅ ÃÏÃËÐÉÔȩȱ 

 

Trust (Reliability & Agreement) 

¶ 1Χȡ Ȱ7ÈÉÃÈ ÆÁÃÔÏÒÓ ÃÏÎÔÒÉÂÕÔÅÄ ÍÏÓÔ ÔÏ ÈÏ× ÍÕÃÈ ÙÏÕ ÒÅÌÉÅÄ ÏÎ ÏÒ ÔÒÕÓÔÅÄ ÔÈÅ $!ȩ 
ɉ%ȢÇȢȟ ÐÅÒÃÅÉÖÅÄ ÁÃÃÕÒÁÃÙȟ ÙÏÕÒ Ï×Î ÅØÐÅÒÉÅÎÃÅȟ ÓÃÅÎÁÒÉÏ ÄÉÆÆÉÃÕÌÔÙɊȱ 

¶ 1Ψȡ Ȱ$ÉÄ ÔÈÅ $! ÓÅÅÍ ÃÏÎÓÉÓÔÅÎÔ ÁÃÒÏÓÓ ÄÉÆÆÅÒÅÎÔ ÓÃÅÎÁÒÉÏÓȩ !ÎÙ ÓÃÅÎÁÒÉÏ ×ÈÅÒÅ ÙÏÕ 
ÆÏÕÎÄ ÉÔ ÌÅÓÓ ÔÒÕÓÔ×ÏÒÔÈÙȩȱ 

¶ 1Ωȡ Ȱ7ÈÅÎ ÙÏÕ ÄÉÓÁÇÒÅÅÄ ×ÉÔÈ ÔÈÅ $!ȭÓ ÁÓÓÅÓÓÍÅÎÔȟ ÈÏ× ÄÉÄ ÙÏÕ ÒÅÃÏÎÃÉÌÅ ÔÈÁÔ 
discrepancy? Did you completely ignore it, or double-ÃÈÅÃË ÙÏÕÒ Ï×Î ÍÅÔÒÉÃÓȩȱ 

¶ 1Ϊ ɉÉÆ ÒÅÌÅÖÁÎÔɊȡ Ȱ)Æ ÙÏÕ ÈÁÄ ÍÏÒÅ ÔÉÍÅ ÏÒ ÍÏÒÅ ÓÃÅÎÁÒÉÏÓ ×ÉÔÈ ÔÈÅ $!ȟ ÄÏ ÙÏÕ ÔÈÉÎË 
ÙÏÕÒ ÔÒÕÓÔ ÏÒ ÒÅÌÉÁÎÃÅ ÏÎ ÉÔ ×ÏÕÌÄ ÃÈÁÎÇÅȩȱ 
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Appendix B 0ÉÌÏÔ )ÎÆÏÒÍÁÔÉÏÎ ,ÅÁÆÌÅÔ Ⱦ #ÏÎÓÅÎÔ &ÏÒÍ 
 

B.1 Overview 
 

SafeTeam, "Safe Human-digital assistant Teaming in the advent of higher levels of 
automation in aviation", is an Innovation Action (IA) funded by the European Commission 
under HORIZON-CL5-2021-D6-01-13. The action is coordinated by Innaxis; the Consortium 
further includes AESA (Spanish Aviation Safety Agency), Technical University of Munich, 
DataBeacon, ONERA, RISE (Research Institutes of Sweden), Pegasus Airlines, and UK CAA 
International as associated party. 
 
The project was launched in June 2022 and is now entering its final phase, the  
simulator evaluations. In the preceding work, we designed and implemented a machine 
learning-based, unstable approach prediction system into the Institute of Flight System 
$ÙÎÁÍÉÃÓȭ ÒÅÓÅÁÒÃÈ ÓÉÍÕÌÁÔÏÒȢ )Î ÔÈÅ ÐÌÁÎÎÅÄ ÓÉÍÕÌÁÔÏÒ ÅØÅÒÃÉÓÅÓ ÆÏÒ ÔÈÅ 5ÎÓÔÁÂÌÅ !ÐÐÒÏÁÃÈ 
Case Study, we aim to evaluate this system based on pilots' feedback.  
Therefore, we plan to: 

¶ Perform simulator exercises with airline pilots, flying several approach scenarios 
with and without the developed assistant system 

¶ Evaluate the approaches based on pilot feedback and the machine-learning 
algorithm 

¶ Compare the pilots' perspectives with the machine-learning results to understand if 
there is a common situational assessment of the approaches 

¶ Collect pilot feedback on their experience in the simulator and how the assistant is 
designed 

 

In the following, we provide a more detailed explanation of the simulation exercise and the 
simulator itself. 
The goal of the simulation exercise is to evaluate the machine learning-based, Stabilized 
Approach Assistant. Therefore, we will record data before, during, and after the simulator 
exercises. You will find a detailed explanation of which data we will record, as well as a 
Consent Form, which participants need to sign if they want to participate in the simulator 
exercise.  
In addition to the data we need to record, we would like to video record the simulation 
exercise as redundancy in case we miss something in the protocol/minutes. We are aware 
that some people are not comfortable with video recordings. Therefore, we will only video 
record the simulation exercise if you consent explicitly / opt-in. The details are explained in 
the section: Data we will record. 
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B.2 Simulation Exercise 
 

Duration: ~3h 
 
Venue: Technical University of Munich, Institute of Flight System Dynamics, Boltzmannstr. 
15, 85748 Garching 
 
We will ask pilots to fly various instrument landing system approaches (CAT I) with changing 
external parameters regarding air traffic control specifications and environmental effects 
(e.g. speed constraints, wind). Relevant approach charts are provided in Aeronautical 
Information Publication. The digital assistant will be available in half of the scenarios. 
Whether the assistant will be available in the first or second half will be determined by chance. 
 
We will conduct a short questionnaire after each approach. Furthermore, in a post-
session discussion, we want to discuss the overall usability and the HMI concept of the digital 
ÁÓÓÉÓÔÁÎÔȢ 7Å ×ÏÕÌÄ ÁÌÓÏ ÌÉËÅ ÔÏ ÃÏÍÐÁÒÅ ÔÈÅ ÐÉÌÏÔȭÓ ÓÅÌÆ-assessment of the approach with the 
ÍÁÃÈÉÎÅ ÌÅÁÒÎÉÎÇ ÍÏÄÅÌȭÓ ÁÓÓÅÓÓÍÅÎÔ ÁÎÄ Á Ãlassical flight data monitoring assessment of 
ÔÈÅ ÁÐÐÒÏÁÃÈ ÓÔÁÂÉÌÉÔÙ ÔÏ ÕÎÄÅÒÓÔÁÎÄ ÉÆ ÔÈÅ ÍÁÃÈÉÎÅ ÌÅÁÒÎÉÎÇ ÍÏÄÅÌȭÓ ÁÓÓÅÓÓÍÅÎÔ ÃÏÒÒÅÌÁÔÅÓ 
with the human situational assessment.  
 

B.3 Research Simulator 
 

The simulator is based on the Dornier DO 728/928 jet-powered regional airliner developed by 
Fairchild-Dornier. The flight model resembles the performance characteristics of the DO 728, 
a monoplane design with fixed wings in low wing configuration and two engines mounted 
under the wings. 
 
The research simulator is a fixed-based design with a high-fidelity visual system and terrain 
database. The cockpit features two side sticks, rudder paddles, two thrust levers, a gear, a 
flap, and a speed brake lever. The simulator provides common autopilot and auto-thrust 
modes, which are selectable on a flight control unit (FCU). However, many systems known 
from contemporary airliners are not installed, such as Flight Management and Guidance 
System (FMGS), Traffic Alert and Collision Avoidance System (TCAS), and predictive wind 
shear system (PWS). The overhead panel consists of a touch screen used for the simulator 
operation. 
 
During the simulator exercise, a researcher is available on the other pilot seat to assist the 
pilot with configuration changes, FCU settings, etc. The basic aircraft performance 
parameters and weather information are provided in  Pre-flight Information. As there are no 
standard operating procedures defined for the research simulator, pilots are requested to act 
according to their operator policies and procedures. 
However, as there exist inconsistent, unstable approach definitions across airlines, we define 
a stabilization gate at 1000ft AAL for each approach to enable comparability of approaches. 
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Figure 29: Research Simulator Cockpit 
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B.4 Data we will record 
 

Non-optional: We collect data in four ways: questionnaires, flight data recorded in the 

simulator, protocols/written minutes, and post-session interview audio recordings. 

 

Optional:  If you consent separately to the non-optional data recording, we would like to video 

record (incl. audio) the simulation exercises so that the recorded material can be re-consulted 

during the evaluation of the simulator exercises. The records serve as a redundancy in case we 

miss documenting something in the minutes or protocols. The videos will only be used to 

complement the minutes in text form. The videos will not be published and will be deleted 

after the evaluation of the simulator exercise and no later than 30.06.2025 (project end). 

 

The following provides examples for each of the non-optional data collection methods: 

¶ an approach self-assessment: In a questionnaire, we will ask you to self-assess the 
stability of an approach, including possible factors for instability.  

¶ relevant parameters determining the stability of an approach from the simulator, 
e.g. Speeds, Configuration, ILS deviationsȟ #ÏÃËÐÉÔ )ÎÐÕÔÓȟ ȣ 

¶ During the exercises, we will write minutes for later analysis. E.g. in the summarizing 

interview, we aim to discuss the usability of the digital assistant based on your 
perception during the simulator exercises. 

¶  

B.5 Anonymization of Data 
 

We need to record personal data in the consent form, which contains your name. However, no 

personal data will be recorded in the questionnaires, minutes and simulator data. We will not 

link your personal data from the consent form to any recorded data listed in the section above. 

Therefore, we ask you not to state the date of the event in the consent form. 

Figure 30: Example Question in Questionnaire 

Figure 31: Example of Recorded Data in the Simulator, Indicated Airspeed and Target 
Speed Deviation, depending on the Distance to Threshold with stabilization criteria as 

red box. 
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The interview audio recordings will be transcribed and fully anonymized. 

 

 

B.6 Use of recorded Data 
We plan to use the recorded data to generate results of the following: 

¶ Graphically visualize approach properties (see e.g. Figure 31), 

¶ Statistically analyze the data (as recorded in the questionnaires, e.g. Figure 30), 

¶ Qualitatively evaluate the written minutes and questionnaire results. 

¶ Compile and evaluate the interview transcriptions. 
 

The results of the simulation exercises will be part of a deliverable report to the European 

Commission and potential scientific publications. 

After a review from the EU, the report will be published on the CORDIS ï EU Research Results 

website https://cordis.europa.eu/project/id/101069877/results and potentially published 

conference proceedings or journal papers. Excerpts from the interview transcriptions may be 

included in anonymized form. 

 

B.7 Non-Optional Consent 
¶ I have been told why the study is being done, how information is collected and used. 

¶ I have been allowed to ask questions about the study before it takes place, and know 

who to contact if I have further questions. 

¶ I know that my participation is voluntary and anonymous and that I can cancel my 

participation at any time. 

¶ I agree to participate in the study. 

 

Place (no date):___________________________________________________ 

 

Signature:_______________________________________________________ 

 

Name of participant in block letters:___________________________________ 

 

B.8 Optional Consent for Video Recordings 

¶ I further agree that the simulation exercise is video (incl. audio) recorded only for the 
purposes stated in the section: Data we will record 

 

Signature:_______________________________________________________ 

 

Name of participant in block letters:___________________________________ 

  

https://cordis.europa.eu/project/id/101069877/results
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B.9  Pre-flight Information  
 

Metar EDDM 080/08 030V330 9999 FEW026 SCT035 BKN048 12/04 Q1020 
 
This table comprises a guideline to the basic aircraft performance parameters (pitch/power 
values vs. aircraft configuration): 
 

Speed (kts) Pitch (°) Power N1 (%) Config 

Reference: 5000 ft, 12 NM final 

250 2,0 64 clean 

210 3,5 60 clean 

170 3,5 62 Flaps 1 

170 1,5 61 Flaps 2 

Reference: 3° GS 

160 -1,5 34 Flaps 2 

Vapp 127 -0,5 48 Flaps full 

Gear down 

 

Config Flaps 1 Flaps 2 Flaps 3 Flaps full 

VFE 217 183 163 151 
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B.10  Aeronautical Information Publications 
From: https://aip.dfs.de/BasicIFR/pages/C004BD.html  

 
  

https://aip.dfs.de/BasicIFR/pages/C004BD.html
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Appendix C $ÁÔÁ !ÎÁÌÙÓÉÓ -ÁÔÅÒÉÁÌÓ 
 

C.1 Thematic Analysis LLM Coding Prompt 
Ȱ9ÏÕ ÁÒÅ ÁÎ ÅØÐÅÒÔ ÑÕÁÌÉÔÁÔÉÖÅ researcher with extensive experience in thematic analysis. 
Please generate as many initial inductive codes as needed from the provided interview 
transcript, capturing semantic and latent meanings. Code only the responses from the 
participant ("pilot"). Ignore the interviewer's ("researcher") comments. Each code should 
include: a short name, a 2-3 sentence description, and 1-3 supporting quotes (max 40 words 
each). Only use quotes specifically by the participant, not the interviewer-ÒÅÓÅÁÒÃÈÅÒȢ $ÏÎȭÔ 
rearranÇÅ ÑÕÏÔÅÓȟ ÂÕÔ ÓÈÏÒÔÅÎ ÔÈÅÍ ÉÆ ÎÅÅÄÅÄ ɉÕÓÉÎÇ ȰȢȢȢȱ ÔÏ ÉÎÄÉÃÁÔÅ ÒÅÍÏÖÅÄ ÓÅÃÔÉÏÎÓɊ ÔÏ 
maintain quote clarity and conciseness. 
Output the results in an Excel spreadsheet with columns for Code ID #, Code name, 
Description, and Quote (with quotation marks). In cases of multiple relevant quotes for a 
ÃÏÄÅȟ ÓÅÐÁÒÁÔÅ ÑÕÏÔÅÓ ×ÉÔÈ ÃÏÍÍÁÓȢȱ 

C.2 Thematic Analysis LLM Code Reconciliation Prompt 
љfќƻĲШƨƓũŸċĬĲĬа 

- An Excel file with LLM-generated codes, descriptions, and quotes from multiple 
interview transcripts (indicated by participant ID #). 
- One or more .pdf transcript files corresponding to participant interviews with my own 
margin comments (initial impressions or interpretive notes). Each LLM-selected quote 
in the Excel file is linked to a participant quote in the corresponding transcript. 

Please: 
Match each LLM-identified code, description, or participant quote in the Excel sheet to 
my margin comments from the .pdf document(s). For semantically matching items, add 
ůǃШƻĲƖĤċƣŔůШůċƖŊŔŰШĦŸůůĲŰƣоċŰŰŸƣċƣŔŸŰШƣŸШƣőĲШĦŸũƨůŰШљÅĲƚĲċƖĦőĲƖШ ŸƣĲƚњЮШ[ŸƖШĲċĦőШ
item, fill out the column called "Agreement? (Y/N/Partial)" based on semantic alignment 
between the LLM code/description/quote and my margin comment. 
fŉШfќƻĲШĦŸůůĲŰƣĲĬШŔŰШƣőĲШůċƖŊŔŰШŸŰШċШƚĲŊůĲŰƣШŰŸƣШĦŸƻĲƖĲĬШĤǃШċŰǃШxx~ШĦŸĬĲЯШŔŰƚĲƖƣШŔƣШċƚШ
a new row with: 
- Code: a short code summarizing the comment (use my margin comment content and 
the quoted section to formulate an appropriate/relevant code name in the same style as 
the LLM-generated code names) 
- Quote: the quoted transcript segment (participant comment т not my margin 
comment, nor the interviewer-researcher's comments) (max 50 words) 
- Description: 1т2 sentence elaboration (again, use my margin comment content as 
basis for elaborating a description) 
- Analyst: "Human" (otherwise "LLM") 
- Researcher Notes: my verbatim margin comment. 
Maintain original columns like Code, and Description for structure. Output the results 
ċƚШċШƚƣƖƨĦƣƨƖĲĬШEǂĦĲũШƚőĲĲƣШƽŔƣőШĤŸƣőШxx~ШċŰĬШőƨůċŰШŔŰƚŔŊőƣƚШĦŸůĤŔŰĲĬЮљ 
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C.3 Thematic Analysis LLM Theme Development Prompt 
Ȱ9ÏÕ ÁÒÅ ÁÎ ÅØÐÅÒÔ ÑÕÁÌÉÔÁÔÉÖÅ ÒÅÓÅÁÒÃÈÅÒ ×ÉÔÈ ÅØÔÅÎÓÉÖÅ ËÎÏ×ÌÅÄÇÅ ÁÂÏÕÔ ÔÈÅÍÁÔÉÃ ÁÎÁÌÙÓÉÓȢ 
I have provided a spreadsheet with thematic codes (ID #, Code name, Code description, 
representative participant quotes, etc.). Please cluster these codes into broader themes, 
following best practices for thematic analysis (regarding number of themes, subthemes, 
groundedness in data, uniqueness, etc.). For each theme, give a name, a 2-5 sentence 
description, and the codes it includes. Format possible subthemes in the same way and 
ÉÎÄÉÃÁÔÅ ÔÈÅ ÔÈÅÍÅ ÈÉÅÒÁÒÃÈÙȢ /ÕÔÐÕÔ ÔÈÅ ÒÅÓÕÌÔÓ ÁÓ ÁÎ %ØÃÅÌ ÆÉÌÅȢȱ 
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